
OFFICE OF THE MEDICAL SUPERINTENDENT, CIVIL HOSPITAL, KARACHI

NO.MS(CHK) /2009-2010/-  295             DATED THE   12th January, 2010.

TENDER NOTICE
Civil Hospital, Karachi, invites fresh sealed bids for supply of Machinery / Equipment and Furniture & Fixture in the following categories during the financial year 2009-2010 as per PPRA Rules 2004, which was deferred by this Hospital.
A complete scheme wise set of the tender enquiry with term and conditions can be purchased from the office of the Addl. Medical Superintendent (Procurement) upon cash payment of Rs.2000/- per set for Machinery / Equipment and Rs.500/- for Furniture & Fixture respectively (non-refundable) on submission of application along with copy of N.T.N Certificate.

The bids must be dropped on the dates published by 11.00 a.m. as mentioned against  category of items in the office of the Addl. Medical Superintendent (Procurement) Civil Hospital, Karachi. These will be opened publicly in the presence of the bidders or their authorized representative, who choose to attend in the Board Room at 12.00 noon on the same date.

	S. No
	Name of Items 
	Date of opening



	1.
	Furniture & Fixture
Under ADP Scheme No. 1374,1376 & 1377 for the financial year 2009-2010.
	    01.02.2010

	2.
	Machinery / Equipment  

Under ADP Scheme No. 1374,1375,1376 & 1377 for the financial year 2009-2010.
	    02-02-2010


1. The tender form will be sold from the date of publication at the office of the undersigned.

2. Technical and Financial proposals should be submitted in separate envelopes.

3. In case of announcement of Public Holiday or any unfavorable circumstance the Tender / bids will be opened on next working day.

4. All quotations shall include Government Taxes if applicable. These will be deducted from the bills, according to the Government Rules.
5. The undersigned reserves the right to reject the tender subject to relevant provision of PPRA.
MEDICAL SUPERINTENDENT,

CIVIL HOSPITAL, KARACHI.

MACHINERY / EQUIPMENT Under ADP Scheme No. 1376 namely  “UPGRADATION OF MEDICAL UNIT - I, II, III, DENTAL DEPARTMENT &  SURGICAL UNIT - II " AT CIVIL HOSPITAL KARACHI” DURING THE FINANCIAL YEAR 2009-2010. 

Price Rs.2000/= ( Non Refundable/Transferable )

TENDER ENQUIRY NO.MS(CHK)/ 2009-10/- 295                               DUE ON  02-02-2010.
Time of Receipt of Tender………………11:00  a.m. ( In the office of the AMS(Procurement) C.H.K ) 

Time of Opening of Tender …………   ..12:00  noon. ( In the Board Room CHK )

Offers shall remain open for 90 days from the date of opening. The bidders shall quote their price inclusive of all applicable duties / taxes / transportation etc, and all other expenses on free delivery to consignee’s end at Civil Hospital, Karachi. Price should be quoted in figures & words both failing which the offer will be ignored. The offers are required on F.O.R. & C.I.F basis in Pak Rupee.

	Item #.
	        Description of Stores/Specifications.
	Quantity       Required 
	Amount in C.I.F & F.O.R Figures & Words

	
	SPECIFICATION AND QUANTITY ATTACHED ANNEXURE”A”
	
	


N.B: -

1. Free installation along with all accessories including labour charges / Demonstration at consignee’s end must be confirmed by the bidder.

2. Two year free service with spare parts from the date of installation 5 year X-Ray picture tube warranty and undertaking regarding availability of spare parts for 10 years should  be confirmed by the bidders 

3. Sole agent Certificate / Authority letter from the manufacturer must be attached by the bidder.

4. The service manual with circuit diagram will be provided with all above mentioned items.

5. The supplier will be bound to train nominated technical personnel to operate and for repair and maintenance of the  supplied equipment.

6. The supplier will be bound to provide free service during warranty period and to supply spare parts accessories of the supplied equipment on demand.

7. Joint inspection will be carried out by consignee representative / End User, or other Technical Experts.

8. Profile of the technical staff and address of the Bio-Medical workshop in Karachi as well as list of hospitals in which the quoted equipments are working must be attached.

9. Presence of manufacturers engineer and application specialist during commissioning phase is mandatory.

10. In case of purchase on C.I.F the bidder will invest the money to open L.C. and bear other Charges, Transportation Charges to CHK etc. etc. Certificate will be issued by this office to clarify that the import has been made for this hospital, so as to avail the facility of exemption of duties / taxes as per Government Rules. 

DELIVERY PERIOD: ……………………………………VALIDITY…………….

01.  
General Conditions & Instructions:

1.1     The tenders shall be submitted with all documents, drawings, literature & catalogue (for
equipment) in sealed envelopes. The envelope must contain tender enquiry No. on the top. The name of manufacturer and the supplier should be affixed on the face of envelope on the left side.

1.2     Tenders must be filled in with blue or black ink in the columns provided/on separate Letter
Head duly signed.

1.3 The tenders must be free from erasing cutting and over writing. In case of erasing, cutting
and over writing, authorized person should affix his initials.

1.4     The rates of each item should be written in figures as well as in words. In case of discrepancy
the price in words will be taken as authentic and final.

1.5     Conditional Tenders will be ignored and will not be considered/entertained/accepted.

1.6     Tender forms shall be accompanied by Earnest Money @ 5% of the value of stores quoted
by them in form of call Deposit / pay order.

1.7     Original purchase receipt must be enclosed with their offer.

1.8     The tendered rate should be inclusive of all taxes, payable to the Federal or Provincial Govt.
and no claims on this account shall be entertained.

1.9  The bidder shall furnish General sales tax (GST) Registration Certificate of the firm failing
 which the offer will be ignored. (In case the item is exempted from GST either documentary
 evidence or certificate from competent authority shall be attached with the offer).

1.10 The bidder shall furnish copy of  valid professional Tax (Excise & Taxation)Certificate

02.    SPECIAL CONDITIONS:

2.1    Store is required immediately. The tenders may, however, give their short guaranteed 
   delivery period by which the supply will be completed.

2.2    Bidders are required to specify make , country of origin and furnish detailed technical 
        description literature / catalogue along with their offer.

2.3   The bidders shall quote their firm and final price both in figures & words on “Free Delivery 
         basis to Consignee”.

2.4    Choice to select/ignore any alternate offers shall rest with the purchaser.

2.5    No manufacturer shall authorize their distributor/agent/any firm or person to quote the same 
         item which manufacturer is quoting himself in any tender. Failing that offers of both the   

         manufacturer, as well as other bidder shall be ignored.

2.6    Bidders shall purchase separate tender documents and furnish purchases receipts for 
        each alternate offer in case they want to submit alternate offer for any items. All the bids with   

        alternate offers without separate purchases receipt (Original) are supposed to be rejected.

2.7   The bidder shall confirm the refund of cost difference if the same good is/was supplied at 
        lower rates to any other Govt./Semi Government institution or Armed Forces in the province or  

        out side in the same fiscal year.

2.8   The Bid shall comprise a single package containing two separate envelopes. Each envelope 
        shall contain separately  the financial proposal and the technical proposal.

2.9   The envelopes shall be marked as “FINANCIAL  PROPOSAL” and “TECHNICAL 
        PROPOSAL”  in bold and legible letters to avoid confusion.

2.10 Initially, only envelope marked as “TECHNICAL PROPOSAL” shall be opened.

2.11 The envelope marked as “FINANCIAL PROPOSAL”  shall be retained in the custody of the 

        procuring agency without being opened.
03.   Purchaser’s Right Vary Quantities at time of award.

       The Purchaser reserves the right to increase/decrease or delete the quantities of goods etc at    

        the time of award of contract and also reserves the right to enhance the quantity by 15% of  

        goods and services originally specified in the Schedule of Requirements without any change in   

        unit price or other terms and conditions of goods at any time during the contract period.
       The reasons of rejection of bid will be communicated to all the Suppliers / Contractors if   

        requested.

04.   Notification of Award/Advance Contract:

4.1  Prior to the expiration of the period of bid validity the purchaser will notify the successful bidder in writing that is bid has been accepted

4.2   The notification of award will constitute the formation of the contract

4.3  Upon the successful bidder furnishing the performance security pursuant to Sr.No.1.1 of the instructions and Sr.No.3 of the advance contract, the purchaser will promptly notify each unsuccessful bidder and will discharge its bid security on receipt of bidder’s request

05.
Award of Contract & Contract Agreement

Subject to the fulfillment of all codal formalities the purchaser will award the contract to the successful bidder whose bid has been determined to have qualified to perform the contract satisfactory.

06.
Performance Security:

The successful tenders will have to deposit with the purchaser 5% Security Deposit of the total value in shape of call Deposit / Pay Order.

07.
Criteria for evaluation of bids.
           a.  Quoted prices.

b. Specification compliance/preferred functions

a. After sale service facility (In case of equipment)

b. Operational cost (In case of equipment & Vehicle)

c. Delivery schedule 

d. Authority letter from manufacturer 

e. Earnest money

08.
Fee for Award of Contract:
All the applicable Taxes should be included in the price i. e ( Income Tax,  Sales Tax ). Stamp duty  @ 0.20% of the value of the Contract will be realized/charged . while making payment to the contractors for award of each contract (If applicable).

09.
Undertaking:
09.1
I/we agree whether our tender is accepted for total partial or enhanced quantity for all or any single item. I/we also agree to supply and accept the said item at the rates for the supply of contracted quantity with is in the stipulated period shown in the contract.

09.2   I/we understand and confirm the refund of cost difference if the same goods is/was supplied at lower rates to any other Govt./Semi Govt. institution or Armed Forces in the province or out side in the same fiscal year.

09.3    I/we undertake that , if any of the information submitted in  accordance to this tender enquiry   

           found is incorrect our contract may be cancelled at any stage at cost and risk.

CERTIFICATE

We guarantee to supply the stores exactly in accordance with the requirement in the invitation to this tender.

Signature of Tendered………………

 Rubber Stamp ……………………


Name & Designation………………

Address:…………………………….

    Annexure- “ A ”

Schedule for Invitation Tender for Machinery & Equipment Under ADP Scheme No. 1376 namely  “UPGRADATION OF MEDICAL UNIT - I, II, III, DENTAL DEPARTMENT &  SURGICAL UNIT - II " AT CIVIL HOSPITAL KARACHI” 

 During the financial year 2009-2010. 

	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	1
	Multi Parameter Monitor

Specifications.

High resolution 10.4” (Diagonally) color TFT display. 640 x 480 pixels dots resolution Multi-lead ECG Monitoring .In-built Cautry and Defibrillator protection. 24 hours data storage facility in tabular and graphic mode with zoom facility and separate tabular trend for storage of 240 NIBP reading. Graded and color coded audio/visual alarm. Alarm recall facility to view last 16 stored critical alarms. Comprehensive patient data entry. ECG: 3 Lead ECG Monitoring . Automatic detection of 3  lead ECG cable. -Display of I,II,III with 3 lead cable. In built cautry and defibrillator protection. Respiration: Impedance pneumography principle. Display of respiration waveform with respiration rate.  Respiration range: 4 to 150bpm Temperature : Simultaneous monitoring of two temperatures. Display of T1 and T2 or DT. Temperature range: 12°C to 42°C. Pulse Oximetry : Pitch variation with change in oxygen saturation. SpO2 range
: 0-100% . Display of pulse strength, plethysmograph , PR and SpO2 valves Accuracy: 100 to 70% (+/- 2 digits) , 69 to 50% (+/- 3 digits ) ,  49 to 0% (unspecified) Accuracy in neonatal monitoring 100 to 70%(+/- 3 digits ) NIBP: Oscillometric Principle. , display of Systolic, Diastolic and mean pressure. Mode: Manual, STAT(5 min continuous ), Automatic (interval 2 min. to 90 min).Range: 20 to 255 mmHg . Alarm limits : Selectable for Systolic and Diastolic. Range: 20-50+mmHg.
Or Equivalent
Country of Origin : USA / EEC / JAPAN
	19 Nos.
	
	
	
	

	2
	Six Channel ECG Machine

Features:

· 6/12-channel representation of all 12 simultaneously acquired leads
· Automatic and manual mode

· Full size 8” x 11” reports (A4)

· Integrated rechargeable battery lasts for up to 400 recordings 

· Single button operation 

· Built-in thermal printer

· Computerized ECG Interpretation program

· CE labeled

Or Equivalent

Country of Origin : USA / EEC / JAPAN
	03 Nos.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	3
	Portable X-Ray Machine 100 MA

With all standard accessories

Generator :

Power rating 8 – 10KW or more

KV accuracy 40 – 125 ( ± 10% + 1kV)

mA range : 100

mA accuracy : ± 5% + 1mA

mAs range : 0.4 – 320mAs

Bucky 1 unit standard

Line compensation ± 10%

X-Ray tube

Rotating anode : 1.0 x 2.0mm dual focus

Tube stand

Electromagnetic locks

Vertical movement 950 – 1650mm or more

Transversal movement : 600 – 770mm

Rotating movement : ± 180º at each 90º

Handle Bar ± 180º

Collimator  : Ac 24V, 100W or more

Mobile Cart

Manual stop standard with cassette box 
Or Equivalent 
Country of Origin : USA / EEC / JAPAN
	02 Nos.
	
	
	
	

	4
	OPHTHALMOSCOPE

System Contains :

One Ophthalmoscope Head

One Battery Handle

One Spare Bulb

One Carrying Case

One Plug Type Charge 

One Rechargeable Battery 

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	02 Nos.
	
	
	
	

	5
	Feeding Pump
Specifications 

Flow rate                         :         1ml/h-300ml/h

Preset dose Volume       :         0-999ml

Indicate total volume      :          0-999ml

Flow error                       :          10%

Internal battery               :          9.6V ± 2V

Power                             :          AC220V± 22V 50Hz± 1Hz

Power Input                    :          13.5 VA

Operation Temperature  :          -5-40 □

Relative Humidity           :           70%


	04 Nos.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	Alarm                              :           Flow error / Low battery / AC                                power error / Preset 
Or Equivalent
Country of Origin : USA / EEC / JAPAN
	.
	
	
	
	

	6
	Syringe pump

Micro-volumetric and volumetric

SPECIFICATIONS:

Syringe size (ml):  5,10,20,30,50/60 (Automatic size recognition)
Syringe nearly empty alarm:  3 mins (adjustable)
Bolus volume after occlusion: Automatic bolus reduction (see also 3.9)
Flow rate range(Option): 1-600 ml/h(1-999 ml/h)
(Micro -  Pump): (0.1-99.9 ml/h)
Resolution (Micro-pump): lm/h (0.1m/h)
Deviation in flow -rate with administration set: type +/- 5 %
Deviation in flow -rate with administration set: type +/- 5 %
Max. Over infusion ( Mech / electr. Defect): max.0.5 ml
"KVO" vein open rate (Micro -pump): 3 ml/h (0.3 ml/h) or set rate if less
Infusion pressure min:  60 kpa/450 mmHg/ 0.6 bar
Infusion pressure max : 150-250 kpa / 1125-1875 mmHg/1.2-2.5 bar
Pressure alarm-limit (Option): adjustable 0-99 mbar/mmHg
Air detection: Ultrasonic
Sensitivity:  type 100 Ul adjustable from 50 to 250 ul
Battery operation charged (1.2 Ah) : > 3h
Unit charging time OFF/ON: 15h /20h
Supply connection: 230/240 VAC +10%-15%,50-60Hz

Nurse call Potential-free contact switch: 24 V/0.2 A
Max storage time: max. 3 months without charging

Or Equivalent

Country of Origin : USA / EEC / JAPAN
	10 Nos.
	
	
	
	

	7
	DIGITAL INFUSION PUMP

SPECIFICATIONS:
Should be CE Marked & FDA approved

Classification:  llb
Software revision: 4.xx
Flow rate range (ml/h):  0.1-500 (750 max)
Flow rate increments (ml/h): 0.1
Volume range (ml): 0.1
Volume increments (ml): 0.1
Tubing – Universal 

Over infusion in case of electrical or mechanical defect: 1.5 
ml max

	05 Nos.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	Keep vein open rate:  (KVO) 0.3 ,l/h, adjustable
Alarm pressure limit: 0-99 mbar/mmHg
Battery operation time (1.85Ah): 3-12 hours 
Battery operation time (1.85Ah): 3-12 hours 
Charging time :  15 hours/20 hours
Supply voltage: 230 VAC+10%-15%,50/60 Hz 
Input power:  8.5 VA
Type of protection against electric shock: Class ll
Protection against ingress of liquids : IPX 1,drip proof
Max storage period: 3 months without charge
Permitted temperature range operation /storage: 15 c-35 c-40c Centigrade
Permitted relative humidity: 20-90% max )no vapor deposited.

Or Equivalent

Country of Origin : USA / EEC / JAPAN 
	
	
	
	
	

	8
	Split Air Condition for ICU (1.5 tons)

With standard accessories / installation.
	11 Nos.
	
	
	
	

	9
	Refrigerator 14 Cubic Feet

	02 Nos.
	
	
	
	

	10
	Suction Machine for ICU & ward

Low noise Suction Machine with 02 Auto clave  able Poly siphons unbreakable Jars for smooth running for long period of time with built in internal hydrophobic filter and over flow control valve.

Voltage                   230V+/- 10% - 50-60 Hz

                                110v +/- 5%  - 50/60 Hz

Vacuum                  0 to 0.85 bar / 0 to 650mm Hg

Flow rate                30 1/min

Collection               2 x 2 liter

Unit Dimension      38 x 
65 x 20

H x W x D cm

Noise level              65 Db

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	08 Nos.
	
	
	
	

	11
	Bed Side Mercury B.P Apparatus wall Mounted
Country of Origin : USA / EEC / JAPAN


	08 Nos.
	
	
	
	

	12
	B.P Apparatus Mercury Mobile Country of Origin : USA / EEC / JAPAN

	04 Nos.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	13
	Defibrillator

Defibrillator with colored monitor and recorder main 220/50 Hz I phase and built in rechargeable battery operated. Energy 2-270 joule or more. Charging time should be less than 10 seconds for 270 joules. Bi phasic wave form delivery system. ECG through paddles and patients cable, minimum 5.5 inches color LCD display, lead synchronizer. Trace speed 25 mm/sec. Recorder speed 25 mm/sec. With standard paper, digital HR with low/high alarm and Adult & Pediatric paddles. Unit should be capable to record voice and waveform at the defibrillation which should replay on the PC or defibrillator for history, Unit should have external pacemaker facilities.

 Or Equivalent
Country of Origin : USA / EEC / JAPAN
	03 Nos.
	
	
	
	

	14
	Bi-pap / C-PAP Machine

Accuracy :

Pressure :                        + 1 cm H2O

Volume   :                        +  25ml + 10% of display

Flow Rate :                      +  5 ml + 8% of Display

Oxygen Module
Pressure Range :           50 to 100 psig

Intel Fitting :                   Diss male Oxygen Connector

Oxygen concentration :  + 10% of set point or 3% Oxygen, whichever is greater

Environmental 

Temperature  :  Operating : 40º F to 104º F Transport 
                / Storage : 10º F to 140º F (-23º C to 60º C )

Humidity :   Storage and Operating : 0 to 95º Relative 

                    Humidity

Power Supply:               100 - 240 V

Frequency     :               50/60 Hz

Pressure
Dynamic Regulator :       + 2cm H2O at sinusoidal 

                                        flow @ + 100 L/min
Parameters
IPAP                                 4 to 40 cm H2O

EPAP                                4 to 20 cm H2O

CPAP                                4 to 20 cm H2O

Rate                                  4 to 40 BPM

Timed Inspiration :            0.5 to 3.0 sec

IPAP Rise Time :             0.05 to 0.04 sec.

Oxygen concentrator       ( 21 to 100% )

Alarms
High Pressure :                5 to 50 cm H2O

Low Pressure :                Disabled : 1 to 40cm H2O

Low Pressure Delay :      0 to 60 sec


	02 Nos.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	Apnea :                            Disabled : 20 to 40 sec

Low Minute Ventilation :  Disabled : 1 to 99 L/min

High Rate :                      4 to 120 BPM

Low Rate :                       4 to 120 BPM

Display

IPAP                                 0 to 50 cm H2O

EPAP                                0 to 50 cm H2O

CPAP                                0 to 50 cm H2O

Rate                                  0 to 150 BPM

Exhaled Tidal Volume :    0 to 4000ml

Minute Ventilation :          0 to 99 L / min

Total Leak :                      0 to 300 L / min

Patient Leak :                   0 to 300 L / min

Peak Inspiratory 

Pressure :                        0 to 50 cm H2O

Percent of patient Triggered Breaths

( Pt. Trig )                        0 to 100%

( Ti / Ttot )                       0 to 100%

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	
	
	
	
	

	15
	Oxygen Flow meters 
Country of Origin : USA / EEC / JAPAN
	16 Nos.
	
	
	
	

	16
	LARYNGOSCOPES 

Four Mackintosh Blade of Different Sizes


	03 Nos.
	
	
	
	

	17
	Fundoscope

System Contains :

One Ophthalmoscope Head

One Battery Handle

One Spare Bulb

One Carrying Case

One Plug Type Charge 

One Rechargeable Battery 

 Or Equivalent
Country of Origin : USA / EEC / JAPAN


	04 Nos.
	
	
	
	


MACHINERY / EQUIPMENT Under ADP Scheme No. 1375 namely  “ MEDICAL ICU UP-GRADATION OF LABORATORY FACILITIES”  AT CIVIL HOSPITAL KARACHI”
DURING THE FINANCIAL YEAR 2009-2010.

Price Rs.2000/= ( Non Refundable/Transferable )

TENDER ENQUIRY NO.MS(CHK)/ 2009-10/- 295                               DUE ON . 02-02-2010.
Time of Receipt of Tender……………11:00 a.m.  (In the office of the AMS(Procurement) C.H.K ) 

Time of Opening of Tender …………..12:00 noon.( In the Board Room CHK )

Offers shall remain open for 90 days from the date of opening. The bidders shall quote their price inclusive of all applicable duties / taxes / transportation etc, and all other expenses on free delivery to consignee’s end at Civil Hospital, Karachi. Price should be quoted in figures & words both failing which the offer will be ignored. The offers are required on F.O.R. & C.I.F basis in Pak Rupee.

	Item #.
	        Description of Stores/Specifications.
	Quantity       Required 
	Amount in C.I.F & F.O.R Figures & Words

	
	SPECIFICATION AND QUANTITY ATTACHED ANNEXURE”A”
	
	


N.B: -

1. Free installation along with all accessories including labour charges / Demonstration at consignee’s end must be confirmed by the bidder.

2. Two year free service with spare parts from the date of installation and undertaking regarding availability of spare parts for 10 years should  be confirmed by the bidders 

3. Sole agent Certificate / Authority letter from the manufacturer must be attached by the bidder.

4. The service manual with circuit diagram will be provided with all above mentioned items.

5. The supplier will be bound to train nominated technical personnel to operate and for repair and maintenance of the  supplied equipment.

6. The supplier will be bound to provide free service during warranty period and to supply spare parts accessories of the supplied equipment on demand.

7. Joint inspection will be carried out by consignee representative / End User, or other Technical Experts.

8. Profile of the technical staff and address of the Bio-Medical workshop in Karachi as well as list of hospitals in which the quoted equipments are working must be attached.

9. Presence of manufacturers engineer and application specialist during commissioning phase is mandatory.

10. In case of purchase on C.I.F the bidder will invest the money to open L.C. and bear other Charges, Transportation Charges to CHK etc. etc. Certificate will be issued by this office to clarify that the import has been made for this hospital, so as to avail the facility of exemption of duties / taxes as per Government Rules. 

DELIVERY PERIOD: ……………………………………VALIDITY…………….

01.  
General Conditions & Instructions:

1.1      The tenders shall be submitted with all documents, drawings, literature & catalogue (for  

equipment) in sealed envelopes. The envelope must contain tender enquiry No. on the top. 
The name of manufacturer and the supplier should be affixed on the face of envelope on the 
left side.

1.2      Tenders must be filled in with blue or black ink in the columns provided/on separate Letter

Head duly signed.

1.3      The tenders must be free from erasing cutting and over writing. In case of erasing, cutting 
and overwriting, authorized person should affix his initials.

1.4      The rates of each item should be written in figures as well as in words. In case of 
discrepancy the price in words will be taken as authentic and final.

1.5      Conditional Tenders will be ignored and will not be considered/entertained/accepted.

1.6      Tender forms shall be accompanied by Earnest Money @ 5% of the value of stores quoted 
by them inform of call Deposit / pay order.

1.7      Original purchase receipt must be enclosed with their offer.

1.8      The tendered rate should be inclusive of all taxes, payable to the Federal or Provincial Govt. 
and no claims on this account shall be entertained.

1.9      The bidder shall furnish General sales tax (GST) Registration Certificate of the firm failing 
which the offer will be ignored. (In case the item is exempted from GST either documentary evidence or certificate from competent authority shall be attached with the offer).

1.10 The bidder shall furnish copy of  valid professional Tax (Excise & Taxation)Certificate

02.
SPECIAL CONDITIONS:

2.1    Store is required immediately. The tenders may, however, give their short guaranteed delivery  

         period by which the supply will be completed.

2.2    Bidders are required to specify make, country of origin and furnish detailed technical       

         description literature / catalogue along with their offer.

2.3    The bidders shall quote their firm and final price both in figures & words on “Free Delivery   

         basis  to Consignee”.

2.4    Choice to select/ignore any alternate offers shall rest with the purchaser.

2.5    No manufacturer shall authorize their distributor/agent/any firm or person to quote the same 
          item which manufacturer is quoting himself in any tender. Failing that offers of both the   

          manufacturer, as well as other bidder shall be ignored.

2.6     Bidders shall purchase separate tender documents and furnish purchases receipts for 
          each alternate offer in case they want to submit alternate offer for any items. All the bids with    

          alternate offers without separate purchases receipt (Original) are supposed to be rejected.

2.7     The bidder shall confirm the refund of cost difference if the same good is/was supplied at 
          lower rates to any other Govt./Semi Government institution or Armed Forces in the province    

          or out side in the same fiscal year.

2.8     The Bid shall comprise a single package containing two separate envelopes. Each envelope 
          shall contain separately  the financial proposal and the technical proposal.

2.9     The envelopes shall be marked as “FINANCIAL  PROPOSAL” and “TECHNICAL 
PROPOSAL” in bold and legible letters to avoid confusion.

2.10 Initially, only envelope marked as “TECHNICAL PROPOSAL” shall be opened.

2.11 The envelope marked as “FINANCIAL PROPOSAL”  shall be retained in the custody of the 

 
procuring agency without being opened.

03.
Purchaser’s Right Vary Quantities at time of award.

The Purchaser reserves the right to increase/decrease or delete the quantities of goods etc at the time of award of contract and also reserves the right to enhance the quantity by 15% of goods and services originally specified in the Schedule of Requirements without any change in unit price or other terms and conditions of goods at any time during the contract period

The reasons of rejection of bid will be communicated to all the Suppliers / Contractors if requested.

 04.
Notification of Award/Advance Contract:

4.1 
Prior to the expiration of the period of bid validity the purchaser will notify the successful bidder in writing that is bid has been accepted

4.2 
The notification of award will constitute the formation of the contract

4.3 
Upon the successful bidder furnishing the performance security pursuant to Sr.No.1.1 of the instructions and Sr.No.3 of the advance contract, the purchaser will promptly notify each unsuccessful bidder and will discharge its bid security on receipt of bidder’s request

05.
Award of Contract & Contract Agreement

Subject to the fulfillment of all codal formalities the purchaser will award the contract to the successful bidder whose bid has been determined to have qualified to perform the contract satisfactory.

06.
Performance Security:

The successful tenders will have to deposit with the purchaser 5% Security Deposit of the total value in shape of call Deposit / Pay Order.

07.
Criteria for evaluation of bids.
           a.   Quoted prices.

c. Specification compliance/preferred functions

a. After sale service facility (In case of equipment)

b. Operational cost (In case of equipment & Vehicle)

c. Delivery schedule 

d. Authority letter from manufacturer 

e. Earnest money

08.
Fee for Award of Contract:
All the applicable Taxes should be included in the price i. e ( Income Tax,  Sales Tax ). Stamp duty  @ 0.20% of the value of the Contract will be realized/charged . while making payment to the contractors for award of each contract (If applicable).

09.
Undertaking:
09.1
I/we agree whether our tender is accepted for total partial or enhanced quantity for all or any single item. I/we also agree to supply and accept the said item at the rates for the supply of contracted quantity with is in the stipulated period shown in the contract.

09.2   I/we understand and confirm the refund of cost difference if the same goods is/was supplied at lower rates to any other Govt./Semi Govt. institution or Armed Forces in the province or out side in the same fiscal year.

09.3    I/we undertake that , if any of the information submitted in  accordance to this tender enquiry 

found is incorrect our contract may be cancelled at any stage at cost and risk.

CERTIFICATE

We guarantee to supply the stores exactly in accordance with the requirement in the invitation to this tender.

Signature of Tendered………………

 Rubber Stamp ……………………


Name & Designation………………

Address:…………………………….

Annexure- “ A ”

Schedule for Invitation Tender for Machinery & Equipment Under ADP Scheme No. 1375 namely  “ MEDICAL ICU UP-GRADATION OF LABORATORY FACILITIES” At  Civil Hospital, Karachi,  during the financial year 2009-2010. 

	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	1.
	I.C.U Ventilators 

With all standard Accessories.

Patient Supports: Infant, Pediatrics and Adult.
Modes of Ventilation: 

Pressure: PCV (Pressure-controlled ventilation), Biphasic (Biphasic breathing), P-SIMV+ (Pressure-controlled synchronized intermittent),

SPONT (Pressure support ventilation).

Volume: (S)CMV+ (Synchronized) controlled mandatory ventilation), SIMV+ (Synchronized intermittent mandatory ventilation). 

Special Modes: ASV (Adaptive support ventilation), 

Monitoring and Ventilator Status:

Dynamic Lung Representation: Real-time visualization of the lungs with representations of tidal volume, lung compliance, resistance, and patient activity

Vent Status: Visual representation of ventilator dependency, grouped into oxygenation, CO2 elimination, and patient activity

Pressures: PEEP/CPAP, Ppeak, Pinsp, Pmean

Volume: Spontaneous and total expiratory minute volume, VTE, leak in %

Flow: Inspiratory peak flow, expiratory peak flow

Time: I:E ratio, TI, TE, total and spontaneous frequency.

Others: Resistance, compliance, Auto PEEP, trigger, O2, RCexp.

Real-time curves: Volume, flow, pressure.

ASV graphics: Target and actual values for minute ventilation, tidal volume, and rate.

Alarms: Low/High status of Exp min volume, frequency and oxygen. Disconnection, pressure limitation, Flow Sensor, gas supply, electrical supply, battery low, exhalation obstructed, user messages, technical alarms and Event log.

Display: 10.4" back lit, TFT color touch screen. Built in nebulizer capability Hot Swappable Extended battery backup option: Battery Backup time must include compressor / turbine backup Battery backup Time including compressor / Turbine=2.5 Hrs

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	09 Nos.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	2.
	Bed side ECG Monitors with a Central Control

With all accessories. 

Central Monitor 

Multi-Channel 21-Inches colored Central Monitor with

recording facility On Laser Printer, digital HR with high

and low alarms on all parameters selected on bedside

monitors. Other parameters to be monitored as
selected in the bedside monitors with automatic 

recording on alarm. System should be quoted with 12

Nos. bedside monitor and central monitor to show 12

patient data. However, system should have capability

of upgradation to display up to 16-patients data on the 
screen and system should have facility for 2nd displays 
monitor which can operate separately different 
information to monitor many patient data. Hard wire

system with capabilities of Tele Monitoring as a future 
upgrade. Capability to store 72-hours trend data and 
up to 250 arrhythmia episodes of 8-seconds each and 
up to 4000 ST events for each patient. Capability to 
store 72-hours full disclosure ECG as well as 5 other 
waveforms for each patient. Built-in automatic

Arrhythmia analysis and ST analysis.

Bedside Monitor :- Bedside monitor with 12.1 inches or more color TFT Screen with5-trace capability. Built-in ECG, NIBP, Respiration, Temperature, and SpO2,   measurements with all standard accessories including washable and reusable SpO2 probe, Built in arrhythmia analysis and storage
 upto 16-arryhthmia episodes of 8 seconds each. Touch screen for easy menu changes on the monitor screen itself. Built in battery with up to 3 hours operation or more. Capability to write patients name directly on the touch monitor screen.. Capability of OCRG (Oxygen –Cardio- Respirogram ).  i.e. display of respiration wave, real time heart rate , ECG and SpO2 Trendgraph . Periodic NIBP  measurement along with capability to automatically trigger the NIBP measurements, if pulse wave transit time exceeds the threshold level, which is automatically calculated from the ECG and SpO2 Multi-color alarm with up to 3-levels to inform of severity of patient condition. Universal connector to be provided with the system capable of connecting any new parameter probe that doctor may require. Monitor to automatically configure itself to new probe/parameter

Or Equivalent
Country of Origin : USA / EEC / JAPAN

	01 Central & 12 Monitors
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	3.
	SYRINGE INFUSION PUMP

Micro-volumetric and volumetric

SPECIFICATIONS:

Syringe size (ml):  5,10,20,30,50/60 (Automatic size recognition) Syringe nearly empty alarm:  3 mins (adjustable) Bolus volume after occlusion: Automatic bolus reduction (see also 3.9) Flow rate range (Option) : 1-600 ml/h(1-999 ml/h) (Micro -  Pump): (0.1-99.9 ml/h) Resolution (Micro-pump): lm/h (0.1m/h) Deviation in flow -rate with administration set: type +/- 5 % Max. Over infusion ( Mech / electr. Defect): max.0.5 ml "KVO" vein open rate (Micro -pump): 3 ml/h (0.3 ml/h) or set rate if less
Infusion pressure min:  60 kpa/450 mmHg/ 0.6 bar
Infusion pressure max : 150-250 kpa / 1125-1875 mmHg/1.2-2.5 bar Pressure alarm-limit (Option): adjustable 0-99 mbar/mmHg Air detection: Ultrasonic
Sensitivity:  type 100 Ul adjustable from 50 to 250 ul
Battery operation charged (1.2 Ah) : > 3h
Unit charging time OFF/ON: 15h /20h
Supply connection: 230/240 VAC +10%-15%,50-60Hz

Nurse call Potential-free contact switch: 24 V/0.2 A
Max storage time: max. 3 months without charging
Or Equivalent
Country of Origin : USA / JAPAN / EEC


	12 Nos.
	
	
	
	

	4.
	DIGITAL INFUSION PUMP

SPECIFICATIONS:
Should be CE Marked & FDA approved

Software revision: 4.xx 
Flow rate range (ml/h):  0.1-500 (750 max)
Flow rate increments (ml/h): 0.1
Volume range (ml): 0.1
Volume increments (ml): 0.1 Tubing – Universal 

Over infusion in case of electrical or mechanical defect: 1.5 ml max
Keep vein open rate:  (KVO) 0.3 ,l/h, adjustable
Alarm pressure limit: 0-99 mbar/mmHg
Battery operation time (1.85Ah): 3-12 hours 

Battery operation time (1.85Ah): 3-12 hours 
Charging time :  15 hours/20 hours
Supply voltage: 230 VAC+10%-15%,50/60 Hz
Input power:  8.5 VA
Type of protection against electric shock: Class ll
Protection against ingress of liquids : IPX 1,drip proof
Max storage period: 3 months without charge
Permitted temperature range operation /storage: 15 c-35 c-40c Centigrade


	12 Nos.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	Permitted relative humidity: 20-90% max )no vapor deposited)
Or Equivalent
Country of Origin : USA / JAPAN / EEC
	
	
	
	
	

	5.
	Defibrillator

Defibrillator with colored monitor and recorder main 220/50 Hz I phase and built in rechargeable battery operated. Energy 2-270 joule or more. phasic wave form delivery system. ECG through paddles and patients cable, minimum 5.5 inches color LCD display, lead synchronizer. Trace speed 25 mm/sec, recorder speed 25 mm/sec, with standard paper, digital HR with low/high alarm and Adult & Pediatric paddles.
Unit should be capable to record voice and waveform at the defibrillation which should replay on the PC or defibrillator for history. Unit should have external pacemaker facilities.

Or Equivalent
Country of Origin : USA / JAPAN / EEC
	01 No.
	
	
	
	

	6.
	LARYNGOSCOPES 

Four Mackintosh Blade of Different Sizes
	02 Nos.
	
	
	
	

	7.
	Ambu Bags ( Reusable )


	12 Nos.
	
	
	
	

	8.
	Stethoscopes ( Littman ) or similar

	12 Nos.
	
	
	
	

	9.
	12 Lead ECG Machine

Features:

· 6/12-channel representation of all 12 simultaneously acquired leads
· Automatic and manual mode
· Full size 8” x 11” reports (A4)

· Integrated rechargeable battery lasts for up to 400 recordings 

· Single button operation 

· Built-in thermal printer

· Computerized ECG Interpretation program

· CE labeled

· Meets or exceeds U.S. and International quality standards

Or Equivalent

Country of Origin : USA / EEC / JAPAN
	02 Nos.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	10.
	Monitoring  Equipment Including B.P Pulse Oximeter & ECG

Specifications.
High resolution 10.4” (Diagonally) color TFT display. 640 x 480 pixels dots resolution Multi-lead ECG Monitoring .In-built Cautery and Defibrillator protection. 24 hours data storage facility in tabular and graphic mode with zoom facility and separate tabular trend for storage of 240 NIBP reading. Graded and color coded audio/visual alarm. Alarm recall facility to view last 16 stored critical alarms. Comprehensive patient data entry. ECG: 3 Lead ECG Monitoring . Automatic detection of 3  lead ECG cable. -Display of I,II,III with 3 lead cable. In built cautery and defibrillator protection. Respiration: Impedance pneumography principle. Display of respiration waveform with respiration rate.  Respiration range: 4 to 150bpm Temperature : Simultaneous monitoring of two temperatures. Display of T1 and T2 or DT. Temperature range: 12°C to 42°C.
Pulse Oximetry : Pitch variation with change in oxygen saturation. SpO2 range
: 0-100% . Display of pulse strength, plethysmograph , PR and SpO2 valves
Accuracy: 100 to 70% (+/- 2 digits) , 69 to 50% (+/- 3 digits ) ,  49 to 0% (unspecified) Accuracy in neonatal monitoring 100 to 70%(+/- 3 digits )
NIBP: Oscillometric Principle. , display of Systolic, Diastolic and mean pressure. Mode: Manual, STAT(5 min continuous ), Automatic (interval 2 min. to 90 min).Range: 20 to 255 mmHg . Alarm limits : Selectable for Systolic and Diastolic. Range: 20-250+mmHg).

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	12 Nos.
	
	
	
	

	11.
	Flow Meter + Suction Bottles 

Country of Origin : USA / EEC / JAPAN

 
	12 Nos.
	
	
	
	

	12.
	Arterial Blood Gas Machine

MEASURED PARAMETERS 

The measured parameters should include PARAMETERS 
MEASURING RANGES


BLOOD        pH 
6.30 – 8.00


        cH+
10 – 501 nmol/L 


  pCO2 
5 – 250 mm Hg  (0.7 – 33.3 kPa)


  pO2
0 – 800 mmHg (0.0 – 106.7 kPa)

BARO
B
450 – 800 mmHg (60.0 – 106.7 kPa)


	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	CALCULATED VALUES: 

The ranges of parameters to be calculated are given below as: sO2, cHCO3, ctO2, AaDpO2, AaDpO2T, SBE, ABE, SBC, ctCO2 (P), pH (T), pCO2 (T), cH (T), pO2 (T)

IDENTIFICATION INPUT PARAMETERS: 

Input parameters should include ctHb within the range of 18.0 mmol/L, FIO2 up to 100 %, Patient Temperature from 15 °C - 45°C and QC temp. from 18.0 till 32.0°C

OTHER SPECIFICATIONS: 

Blood sample volume: Should not be less than 85 µL in the blood mode and should be less than or exceed 35 µL in blood, pH modes. Sampling handling should be with aspirate button and the sample handling time should not be more than 60 sec in the Blood mode and 45 sec in the blood, pH mode. The calibration should be automatic. The start up time should not be less than 20 min from the cold condition and within 15 min after restart of the analyzer at room temp. The ambient temperature should be within the range of 15 – 35 °C Relative humidity range should start from 20 % to not more than 80% Thermostating temperature for solid state should not exceed 37.0°C The power range should start from 100 V AC to 240 V AC at 50/60 Hz and 60 VA 

The printer should be built in thermal printer 
CONSUMABLE KIT SHOULD NOT BE CARTRIDGE SYSTEM.

INTERFACE OPTIONS: 

Connection to lab, computer, ticket printer 

INTERFACE BOARD: 

RSI5m 1 channel serial output RS 232, 9- Pole D – connector, ASCII code 

APPROVALS: 

UL, CSA and GS – Zeichen, JQA. In compliance with IEC 

Supplied with start-up Kits. 

Or Equivalent 

Country of Origin : USA / EEC / JAPAN


	
	
	
	
	

	13
	Laser Printer
( Multi-functional Heavy duty )

HP P2055D Or equivalent 
	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	14
	Fire Alarm System

( Specification )

· Optical Smoke Detector Low-Profile Design 24V DC with two led indicators EN54, LPCB & VdS certification C/W base KZ 700      
· Fire Alarm bell 06", 24V DC, Red finish Micro motor, indoor type, 30mA, 91 dB @ 10' UL and FM approved                               

· Manual break glass station & box 1 – stage operation call point with fire functioning marking british standard listed

·  4-Zone fire alarm control panel, micro processor based, complete with two user access levels, optional expansion allows installation of RB404 voltage free relay output, master module, two monitored adjustable sounder output, testing auto reset, 24VDC resetable output & 24VDC AUX, General fault & General alarm relays, confirms to EN-54:2      C/W 12V DC 2.3Ah batteries
· Installation commissioning & testing charges of per device with labour & Material by using cable in PVC conduit.

Or Equivalent
Country of Origin : USA / EEC / JAPAN 

	4782 Sq.feet   
21 Nos.
02 Nos.
02 Nos.
01 No.
One Job
	
	
	
	

	15.
	Microscope Binocular Nikon or Similar 

can be lowerd by Pushing the Lever down. For 220V AC 50Hz.  inspection and basic research study. Robust, sleek and modern design. CFI 60 infinity optics, treated with anti-mould paint and agent inside the microscope  at critical places With bright 6V-30W haloge lamp as light source for bright  field application.ND-8 filter is built-in as standard. Complete with binocular eyepiece tube, CFI 10X eyepiece pair, sextuple reversed nosepiece, abbe condenser, refocusing rectangular mechanical, CFI Achro Flatfield objectives set 4X, 10X, 20X, 40X and 100X oil, koehler halogen illuminator 6V-30W. The Stage can be lowerd by Pushing the Lever down. For 220V AC 50Hz.
Or Equivalent
Country of Origin : USA / EEC / JAPAN 

	04 Nos.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	16.
	- 80 Degree ULT Freezer                              

 (Ultra Low Freezer)
· Capacity 626 liters

· 3/2 shelves.

· Container loads (sets) 12/24/24

· Total rack / box capacity 20/320

· Temp. range -10ºc to -86ºc

· Microprocessor Controlled.

· Danfoss compressor

· CE certified.

· Minm.10-15 installation at Karachi.

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	01 No.
	
	
	
	

	17.
	- 20/30 Degree Freezer 

  (Ultra Low Freezer)

· Capacity 262 liters

· 3/4 shelves.

· Container loads (sets) 12/24/24

· Temp. range -20ºc to -40ºc

· Microprocessor Controlled.

· Danfoss compressor

· CE certified.

· Minm.15-20 installation at Karachi.

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	01 No.
	
	
	
	

	18.
	Centrifuge Machine 

· Max. Vol:                      12 x 15ml

· Max. Speed:                 6000rpm

· Max. RCF:                   4185xg

· Dimension (wxhwd) :   28x26x37cm
Or Equivalent
Country of Origin : USA / EEC / JAPAN
	03 Nos.
	
	
	
	

	19.
	Centrifuge Machine 

· Power Supply :              200 – 240 V 1~

· Frequency :                   50 / 60 Hz

· Consumption :               230 VA

· Radio Interference :      EN 55011 ISM class B

· Immunity :                     EN 50082-1

· Capacity :                   24 x 1.5 / 2.0ml

· Max. Speed :             14.000 min ‾¹, 18.626

· Dimension (hxwxd) :  260 x 275 x 344mm

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	20.
	Bactec Blood Culture 

(Automatic Blood Culture System) 

+ 10,000 bottles.

Fully-automated system for septicemia testing

· Continuous monitoring technology

· Non-Invasive design

· Fluorescence technology

· Capacity 240 bottles

· High-Performance Results

· Simple operation

· With Computer and software 

Or Equivalent
Country of Origin : USA / EEC / JAPAN 
	01 No.
	
	
	
	

	21.
	Juster (Fix) German / Eppendorf 

· 10 ul 

· 50 ul

· 100 ul

· 1000 ul

Country of Origin : USA / EEC / JAPAN
	06 Nos. Each
	
	
	
	

	22.
	Juster ( Adjustable ) German / Eppendorf

· 10ul to 100ul

· 100ul to 1000ul

Country of Origin : USA / EEC / JAPAN
	06 Nos. each
	
	
	
	

	23.
	Distilled Water Plant ( All Glass ) 4 Liter Per hour

Water Purification system producing reagent grade water. The Option-R is not a water still, but is desined to deliver 7½ liters per hour of water that is of a higher quality than double distilled water. Output rated for a feedwater supply at 4 bar (60psi) and 15ºC. The system comprises pre-treatment, RO module and deionization . The purified water is recirculated through the reservoir maintaining high quality at all times. An installation kit, operator’s manual and initial set of consumables are included with the system. Integral boost pump.


	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	System Performance :

Inorganics: 10 to > 15MΩ-cm

TOC (typical) : < 20ppb(Subject to suitable feedwater) 

Bacteria : < 1 CFU/ml (with 0.2µm POU filter )

pH : effectively neutral

System Feedwater requirements:

Source : Potable water

Maximum fouling index : 10

Maximum Conductivity : 1400µS-cm

Free Chlorine : < 0.05ppm  
Or Equivalent
Country of Origin : USA / EEC / JAPAN 
	
	
	
	
	

	24.
	Deionizer Water Plant 

 Treated Water Quality:

· Conductivity 1-0.1 µS-cm
· Resistivity 1-10 MΩ-cm

· Silica : < 0.05mg/ltr

· Trace Dissolved Metals : <0.001 mg/Ltr

· Residual solids : <0.5 mg/Ltr.

· Average pH :  Neutral

· Max flow : 30 liters / hour

· Max pressure : 10psi/0.7bar

· Dimensions : 380x180x152mm
Country of Origin : USA / EEC / JAPAN

	01 No.
	
	
	
	


MACHINERY / EQUIPMENT Under ADP Scheme No. 1374 namely  “ Renovation & Modernization of Accident and Emergency Department and ENT Ward ”at  Civil Hospital, Karachi,  during the financial year 2009-2010.
Price Rs.2000/= ( Non Refundable/Transferable )

TENDER ENQUIRY NO.MS(CHK)/ 2009-10/- 295                              DUE ON . 02-02-2010.
Time of Receipt of Tender………………11:00  a.m. (In the office of the AMS(Procurement) C.H.K ) 

Time of Opening of Tender ……………..12:00  noon. ( In the Board Room CHK )

Offers shall remain open for 90 days from the date of opening. The bidders shall quote their price inclusive of all applicable duties / taxes / transportation etc, and all other expenses on free delivery to consignee’s end at Civil Hospital, Karachi. Price should be quoted in figures & words both failing which the offer will be ignored. The offers are required on F.O.R. & C.I.F basis in Pak Rupee.

	Item #.
	        Description of Stores/Specifications.
	Quantity       Required 
	Amount in C.I.F & F.O.R Figures & Words

	
	SPECIFICATION AND QUANTITY ATTACHED ANNEXURE”A”
	
	


N.B: -

1.   Free installation along with all accessories including labour charges / Demonstration at 
consignee’s end must be confirmed by the bidder.

2 Two year free service with spare parts from the date of installation and undertaking regarding availability of spare parts for 10 years should  be confirmed by the bidders 

3 Sole agent Certificate / Authority letter from the manufacturer must be attached by the bidder.

4 The service manual with circuit diagram will be provided with all above mentioned items.

5 The supplier will be bound to train nominated technical personnel to operate and for repair and maintenance of the  supplied equipment.

6 The supplier will be bound to provide free service during warranty period and to supply spare parts accessories of the supplied equipment on demand.

7 Joint inspection will be carried out by consignee representative / End User, or other Technical Experts.

8 Profile of the technical staff and address of the Bio-Medical workshop in Karachi as well as list of hospitals in which the quoted equipments are working must be attached.

9 Presence of manufacturers engineer and application specialist during commissioning phase is mandatory.

10 In case of purchase on C.I.F the bidder will invest the money to open L.C. and bear other Charges, Transportation Charges to CHK etc. etc. Certificate will be issued by this office to clarify that the import has been made for this hospital, so as to avail the facility of exemption of duties / taxes as per Government Rules. 

DELIVERY PERIOD: ……………………………………VALIDITY…………….

01. General Conditions & Instructions:

1.1     The tenders shall be submitted with all documents, drawings, literature & catalogue (for  

equipment) in sealed envelopes. The envelope must contain tender enquiry No. on the top. 
The name of manufacturer and the supplier should be affixed on the face of envelope on the 
left side.
1.2      Tenders must be filled in with blue or black ink in the columns provided/on separate Letter

Head duly signed.

1.3      The tenders must be free from erasing cutting and over writing. In case of erasing, cutting 
and overwriting, authorized person should affix his initials.

1.4      The rates of each item should be written in figures as well as in words. In case of 
discrepancy the price in words will be taken as authentic and final.

1.5      Conditional Tenders will be ignored and will not be considered/entertained/accepted.

1.6      Tender forms shall be accompanied by Earnest Money @ 5% of the value of stores quoted 
by them inform of call Deposit / pay order.

1.7      Original purchase receipt must be enclosed with their offer.

1.8      The tendered rate should be inclusive of all taxes, payable to the Federal or Provincial Govt. 
and no claims on this account shall be entertained.

1.9      The bidder shall furnish General sales tax (GST) Registration Certificate of the firm failing 
which the offer will be ignored. (In case the item is exempted from GST either documentary evidence or certificate from competent authority shall be attached with the offer).

1.10    The bidder shall furnish copy of  valid professional Tax (Excise & Taxation)Certificate

02.
SPECIAL CONDITIONS:

2.1    Store is required immediately. The tenders may, however, give their short guaranteed delivery  

         period by which the supply will be completed.

2.2    Bidders are required to specify make , country of origin and furnish detailed technical         

        description literature / catalogue along with their offer.

2.3   The bidders shall quote their firm and final price both in figures & words on “Free Delivery 
         basis to Consignee”.

2.4    Choice to select/ignore any alternate offers shall rest with the purchaser.

2.5    No manufacturer shall authorize their distributor/agent/any firm or person to quote the same 
         item which manufacturer is quoting himself in any tender. Failing that offers of both the    

         manufacturer, as well as other bidder shall be ignored.

2.6   Bidders shall purchase separate tender documents and furnish purchases receipts for 
        each alternate offer in case they want to submit alternate offer for any items. All the bids with  

        alternate offers without separate purchases receipt (Original) are supposed to be rejected.

2.7   The bidder shall confirm the refund of cost difference if the same good is/was supplied at 
         lower rates to any other Govt./Semi Government institution or Armed Forces in the province or 
        out side in the same fiscal year.

2.8   The Bid shall comprise a single package containing two separate envelopes. Each envelope 
        shall contain separately  the financial proposal and the technical proposal.

2.9   The envelopes shall be marked as “FINANCIAL  PROPOSAL” and “TECHNICAL 
        PROPOSAL” in bold and legible letters to avoid confusion.

2.10 Initially, only envelope marked as “TECHNICAL PROPOSAL” shall be opened.

2.11 The envelope marked as “FINANCIAL PROPOSAL”  shall be retained in the custody of the 

        procuring agency without being opened.

03.    Purchaser’s Right Vary Quantities at time of award.

         The Purchaser reserves the right to increase/decrease or delete the quantities of goods etc at  

         The time of award of contract and also reserves the right to enhance the quantity by 15% of  

         goods and services originally specified in the Schedule of Requirements without any change   

          in unit price or other terms and conditions of goods at any time during the contract period.
          The reasons of rejection of bid will be communicated to all the Suppliers / Contractors if  

          requested.

04.
Notification of Award/Advance Contract:

4.1    Prior to the expiration of the period of bid validity the purchaser will notify the successful bidder in writing that is bid has been accepted.
4.2     The notification of award will constitute the formation of the contract.
4.3    Upon the successful bidder furnishing the performance security pursuant to Sr.No.1.1of the instructions and Sr.No.3 of the advance contract, the purchaser will promptly notify each unsuccessful bidder and will discharge its bid security on receipt of bidder’s request

05.
Award of Contract & Contract Agreement

Subject to the fulfillment of all codal formalities the purchaser will award the contract to the successful bidder whose bid has been determined to have qualified to perform the contract satisfactory.

06.
Performance Security:

The successful tenders will have to deposit with the purchaser 5% Security Deposit of the total value in shape of call Deposit / Pay Order.

07.
Criteria for evaluation of bids.
           a.   Quoted prices.

d. Specification compliance/preferred functions

a. After sale service facility (In case of equipment)

b. Operational cost (In case of equipment & Vehicle)

c. Delivery schedule 

d. Authority letter from manufacturer 

e. Earnest money

08.
Fee for Award of Contract:
All the applicable Taxes should be included in the price i. e ( Income Tax,  Sales Tax ). Stamp duty  @ 0.20% of the value of the Contract will be realized/charged . while making payment to the contractors for award of each contract (If applicable).

09.
Undertaking:
09.1
I/we agree whether our tender is accepted for total partial or enhanced quantity for all or any single item. I/we also agree to supply and accept the said item at the rates for the supply of contracted quantity with is in the stipulated period shown in the contract.

09.2   I/we understand and confirm the refund of cost difference if the same goods is/was supplied at lower rates to any other Govt./Semi Govt. institution or Armed Forces in the province or out side in the same fiscal year.

09.3    I/we undertake that , if any of the information submitted in  accordance to this tender enquiry 

found is incorrect our contract may be cancelled at any stage at cost and risk.

CERTIFICATE

We guarantee to supply the stores exactly in accordance with the requirement in the invitation to this tender.

Signature of Tendered………………

 Rubber Stamp ……………………


Name & Designation………………

Address:…………………………….

Annexure- “ A ”

Schedule for Invitation tender for Machinery & Equipment Under ADP Scheme No. 1374 namely  “ Renovation & Modernization of Accident and Emergency Department and ENT

Ward ”at  Civil Hospital, Karachi,  during the financial year 2009-2010. 
	Items #
	             Description / Specifications


	   Qty
	 Rates C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	1
	Diode Laser for Otology, Rhinology and Laryngoscopic surgery with flexible wires and foot control and plume Evacuator

 Or Equivalent 
Country of Origin : USA / EEC / JAPAN
	01 No.
	
	
	
	

	2

	Rhinoplasty set
Consisting of:-
	2 Sets.
	
	
	
	

	A
	IIIuminated Nasal Speculum with fiber optic light carrier 13.5 cm, 75 mm
	1 No.
	
	
	
	

	B
	IIIuminated Nasal Speculum with fiber optic light carrier 13.5 cm, 90 mm
	1 No.
	
	
	
	

	C
	HARTMANN NASAL Dressing Forceps, Light model  working length 11 cm.
	1 No.
	
	
	
	

	D
	HARTMANN NASAL Dressing Forceps, Standard model  working length 11 cm.
	1 No.
	
	
	
	

	E
	STRUMPEL Forceps with oval, fenestrated cubbed jaw working length 12.5 cm
	1 No.
	
	
	
	

	F
	Devilbis Automizer with adjustable up, with rubber bulb large bottle.
	1 No.
	
	
	
	

	G
	Rubber Bulb, only for atomizer
	1 No.
	
	
	
	

	H
	Large Nasal Snare, bayonett shape 24cm
	1 No.
	
	
	
	

	I
	Heymann Nasal Scissors, Large size
	1 No.
	
	
	
	

	J
	RHINOFORCE Nasal Scissors working length 13cm, straight.
	1 No.
	
	
	
	

	K
	RHINOFORCE Nasal Scissors working length 13cm, curved right.
	1 No.
	
	
	
	

	L
	RHINOFORCE Nasal Length 13cm, curved right.
	1 No.
	
	
	
	

	M
	Blakesly Nasal length 11 cm
	1 No.
	
	
	
	

	N
	Rowland- Meyer Nasal Hump Forceps  double action, curved blades, length 20 cm
	1 No.
	
	
	
	

	O
	Howarth Elevator, double-ended 21 cm


	1 No.
	
	
	
	

	P
	Hill Elevator, double-ended, curved to side, semi sharp and blunt, width 5 mm. Length 22.5
	1 No.
	
	
	
	

	Q
	KILLIAN Elevator, double- ended round shape  I blades, 18 cm
	1 No.
	
	
	
	

	R
	COTTLE Chisel Flat graduated straight, 18.5 cm, 4 mm wide
	1 No.
	
	
	
	

	S
	COTTLE Chisel Flat graduated straight, 18.5 cm, 4 mm wide
	1 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates C.I.F Karachi
	Rates FOR Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	T
	COTTLE Chisel Flat graduated straight, 18.5 cm, 9 mm wide
	1 No.
	
	
	
	

	U
	Mallet, with Nylon replacement, length 22.5 mm


	1 No.
	
	
	
	

	V
	MASING Chisel, slightly curved 18 cm, with rounded guard right side.
	1 No.
	
	
	
	

	W
	MASING Chisel, slightly curved 19 cm, with rounded guard left side.
	1 No.
	
	
	
	

	X
	Masing Chisel, 16 cm, double guarded 10 mm wide.
	1 No.
	
	
	
	

	Y
	Cottle Retractor, 4.5 cm, double, 10 mm wide sharp prong on right blunt prong on right
	1 No.
	
	
	
	

	Z
	Cottle Retractor, 14.5 cm, double 1, 0 mm wide sharp prong on right, blunt prong on left
	1 No.
	
	
	
	

	Aa
	Aufricht Nasal Retractor, with fiber optic light carrier, 16.5 cm
	1 No.
	
	
	
	

	Ab
	Rettinger Nasal Retractor, blade 11.5mm wide and 44mm loping with flat handle, length 10cm
	1 No.
	
	
	
	

	Ac
	Metzenbaum Scissors with tungsten carbide inserts, "The Diamond Standard" model with ultimate cutting quality Clear code
	1 No.
	
	
	
	

	Ad
	Metzenbaum Scissors with tungsten carbide inserts, "The Diamond Standard" model with ultimate cutting quality. Clear code
	1 No.
	
	
	
	

	Ae
	Scissor, delicate, " The Diamond  standard" mode, with ultimate cutting quality. Color Code
	1 No.
	
	
	
	

	Af
	Joseph Scissor, The Diamond Standard


	1 No.
	
	
	
	

	Ag
	Metzenbaum Scissors, tungsten carbide curved 18cm
	1 No.
	
	
	
	

	Ah
	Chadwick scissors, curved, 12.55cm


	1 No.
	
	
	
	

	Ai
	Aufricht glabelly Rasp, 20cm curved forward and back ward cutting
	1 No.
	
	
	
	

	Aj
	Joseph Nasal Rasp, 17 cm


	1 No.
	
	
	
	

	Ah
	Chadwick scissors, curved, 12.55cm


	1 No.
	
	
	
	

	Ai
	Aufricht glabelly Rasp, 20cm curved forward and back ward cutting
	1 No.
	
	
	
	

	Aj
	Joseph Nasal Rasp, 17 cm


	1 No.
	
	
	
	

	Ak
	Suction Tube, curved, 16.5 cm, diameter 5 mm


	
	
	
	
	

	Al
	Frazier suction tube with cut-off hole and stylet, total length 17.5 cm, angular working length 10cm, 0.0 1.5 mm. 5 Fr.
	
	
	
	
	

	Am
	Frazier Suction Tube, with stylet 17.5cm, 9 Fr.


	
	
	
	
	

	Aj
	Joseph Nasal Rasp, 17 cm


	1 No.
	
	
	
	

	Ah
	Chadwick scissors, curved, 12.55cm


	1 No.
	
	
	
	

	Ai
	Aufricht glabelly Rasp, 20cm curved forward and back ward cutting
	1 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	Aj
	Joseph Nasal Rasp, 17 cm
	1 No.
	
	
	
	

	Ak
	Suction Tube, curved, 16.5 cm, diameter 5 mm
	
	
	
	
	

	Al
	Frazier suction tube with cut-off hole and stylet, total length 17.5 cm, angular working length 10cm, 0.0 1.5 mm. 5 Fr.
	
	
	
	
	

	Am
	Frazier Suction Tube, with stylet 17.5cm, 9 Fr.
	
	
	
	
	

	An
	Tissue Forceps, delicate, 1 X 2 teeth, length 10 cm, straight.
	
	
	
	
	

	Ao
	Adson Dressing Forceps, micro model serrated, 12cm
Or Equivalent
Country of Origin : USA / EEC / JAPAN
	
	
	
	
	

	3.
	HEAD LIGHT SET

with ball joint and vertical height  adjustment, from selection movable in all direction, Consisting of :-
a     Headlight and holder with ball joint. headband, 
       fiber optic light cable, fixation clip 

b     Head light model, illuminated arca adjustable 
       from 30-230 mm in diameter with 40 cm working 
       distance including Headlight with thin interlfiber 
       optic cable, length 230 cm diameter 2.5 mm, 
       headband 078681 fixation clip
c.    Cold Light fountain halogen / Xenon 150, power   

       supply :100/120/230/240VAC, 50/60 Hzs 

       including 400 mains cord.
Or Equivalent 
Country of Origin : USA / EEC / JAPAN
	02 Sets.

02 Nos.

01 No.

01 No.


	
	
	
	

	4.
	Laryngo / Nasopharyngo Oesophagoscope Fiberscope Set with video Monitoring & Grasping & Biopsy Forceps Instrument Channel: 1.5 mm Direction of view: 0 deg. Angle of view: 90 deg.

Following accessories are included:

· Case, Biopsy Forceps 1 mm Length 60 c, Grasping Forceps 1 mm, Length 60 cm, Pressure Compensation Cap, Leakage Tester, Cleaning Brush, Mouth Picce Including: Mains Cord, BNC Connection Cable, Silicone 2.5 Tubing S1 Length 2.5 m

· Fiber Optic Light Cable, size 3.5 mm length 180 cm
· Halogen Lamp, 250 watt,
Or Equivalent
Country of Origin : USA / EEC / JAPAN
	1 Set.

1 No.

1 No.

1 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	5.
	Otologic Motor System power supply: 100-240VAC, 50 /60 Hz 

CONSISTING OF:
· Mains cord, Unidrive II plus control unit, ywo pradal footswitch, high performance electronic motor, Connecting cable, Silicone Tubing Set Clip Set, Universal spray,  spray head for use  

· NTRA Handle, straight, long shape, 1 Ocm, for use with straight shaft burrs Transmission 1 : 1 (40.00 rpm) and intra Drill hand piece angled length 12.5cm  
· Tungsten carbide Shaft Burrs, Set with 14 sizes 0.6 - 7.00 mm length 70 mm

· Diamond Straight Shaft Burrs, 70 mm length, 0.0.: 1.0 mm 262010

· Diamond Straight Shaft Burrs, 70 mm length,  0.0 : 2.3 mm

· Diamond Straight Shaft Burrs, 70 mm length, 0.0 : 3.5 mm

· Diamond Straight Shaft Burrs, 70 mm length, 0.0 : 3.5 mm
· Diamond Straight Shaft Burrs, 70 mm length, 0.0 : 3.5 mm
· Diamond Straight Shaft Burrs, 70 mm length, 0.0 : 5.0 mm
· Diamond Straight Shaft Burrs, 70 mm length, 0.0 :  6.0 mm

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	01 Nos.

1 No.
	
	
	
	

	6
	Klensasser Operating Laryngoscopy Adults & Paediatric consisting of:
· Steiner operating laryngoscope medium size for Adult with Antiflex coating for laser treatment 26 x 18 mm, Length 18cm

· Klensasser Operating Laryngoscopy length 13 cm, child size, small.
· Steiner distending operating laryngoscope with antirflex coating for laser treatment, Channel removing vapor integrated in handle & Blade length 18cm for use with clip 

· Fiber optic light Carrier, for use with 8590 C
· Fiber Optic Light Carrier, for use with 1 , laryngoscopes 8590 L
· Fiber Optic light Carrier, for use with laryngoscopes 8590 JA, length 16 cm

	01 Set.
1 No.

1 No.

1 No.

1 No.

1 No.

1 No.


	
	
	
	

	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	· Lindholm distending forceps for atraumatic retraction of true vocal cords and false vocal cords length 24cm 

· Klensasser cutting Forceps with round 2mm, cupped jaws, curved right working length 23cm
· Biopsy Forceps, oval, cup shaped jaws
· Grasping Forceps, Scrrated jaws.
· Cold Light Fountain HALOGEN 150 Power Supply 100/120/230/240 VAC 50/60 Hz Including 400 A Mams Cord
· Fiber optic light cable, size 3.5 mm length 180cm
· Halogen Lamp, 150 watt, 15 volt
Or Equivalent
Country of Origin : USA / EEC / JAPAN
	1 No.

1 No.

1 No.

1 No.

1 No.
1 No.

1 No.
	
	
	
	

	7
	  Esophagoscops & Bronchoscope 

(Audit & Pediatric) Consisiting of:
· Roberts- Jesberg Oval Operating Eso-phagoscopy Length: 50 cm Size 12x16 Roberts- Jesberg Oval Operating Eso-phagoscope Length: 50 cm Size: 10x14
· Roberts-Jesberg Oval Operating Eso-phagoscopy Length: 50 cm Size 10x14 Eso-phagoscopy Tube, length 30 cm Size 5
· Eso-phagoscopy Tube, Length 20cm Size: 3.5
· Bronchoscope tube universal, with fiber optic light carrier, 10318 L, length 43 cm, Size 6.5
· Doesel - Huzly Bronchoscope, length 30 cm Size, 5
· Doesel - Huzly Bronchoscope, length 30 cm Size, 4
· Doesel - Huzly Bronchoscope, length 30 cm Size, 3.5
· Fiber optic light carrier for use with 50 cm I 52 cm esophagoscopes
· Insertable suction Tube, for use with esophagoscope, Length 50 cm
· Fiber optic light carrier for use with 30 cm I 32 cm escphagoscope
· Length 30cm
· Prismatic Loght Deflector with connection for Fiber cable.
· Adjustable Magnifier, Swing away type with plug connection, autoclavable
· Adjustable Magnifier, swing away type with ring adaption, autoclavable  
	1 No.
1 No.

1 No.
1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No


	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	· Glass Window Plug
· Tube Guide for Bronchoscope 10318 series
· Injection Cannula for positive pressure assisted vantilation system, 0.0. 3.5 mm for use with bronchoscope 10318 B-GR, 10341A - CD and tracheoscopes 10336 B-D 10337 A-D, with Luer female fitting
· Adaptor for bronchoscope to any type of pediatric respiration equipment.
· Plug for Ventilation Attachment of Bronchoscope
· Rubber Telescope Guide for use with telescopes or optical forceps
· Glass Window Plug
· Alligator Grasping Forceps. Length: 55cm, diameter 2.5 mm
· Peanut grasping Forceps Length 55cm diameter: 2.5mm
· Universal biopsy and grasping forceps. length 55cm diameter: 2.5mm
· Bronchoscope and Esophagoscopic Forceps, alligator, grasping, double action jaws, diameter: 1.5 mm. working length 35 cm
· Bronchoscope and Esophagoscopic Forceps rotating, sharp pointed, double action jaws, diameter: 1.5 mm, working length. 35 cm
· Bronchoscope and Esophagoscopic Forceps, universal biopsy, double action Jaws, diameter: 1.5 mm, working length 35cm 

· Rigid Suction tube with rubber up, straight, working length 55 cm
· Rigid Suction tube with rubber up, straight, working length 35 cm 

· Jackson Bougie, working length 57 cm, 10 Fr. (3.3 mm) 

· Jackson Bougie, working length 57 cm 14 Fr. (4.7 mm)
· Jackson Bougie, working length 57 cm, 16 Fr. (5.3 mm)
· Jackson Bougie, working length 57 cm, 18 Fr. (6 mm)
· Jackson benjamin neonate esophageal bougie, working length 33 cm, 6 Fr. (2 mm)
· Jackson benjamin neonate esophageal bougie, working length 33 cm, 8 Fr. (2.7 mm)
· Jackson benjamin neonate esophageal bougie, working length 33 cm, 10 Fr. (3.3 mm)

	1 No.

1 No.

1 No

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.


	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	· Jackson benjamin neonate esophageal bougie, working length 33 cm, 12 Fr. (4 mm)
· Jackson benjamin neonate esophageal bougie, working length 33 cm, 14 Fr.
· Cold light fountain halogen 150, Power supply 100/120/230/240 VAC, 50160 Hz including: 400 A Mains Cord
· Halogen Lamp, 150 watt, 15 volt Laryngoscope, Esophagoscope & Bronchoscope with complete Video Monitoring System with Optical Forceps 

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	1 No.

1 No.

1 No.

1 No.


	
	
	
	

	8
	Electrosurgical Diathermy

Vessel Sealing System
Electro-surgical Generator to delivery of energy for a complete and parameter sealing of vessel and tissue handle upto and including 7mm diameter and bipolar surgery incorporate instant response system.
Standard Accessories to be provided:
Connecting Adapter
Power Cable
Bi-Polar  smart connection adapter
Foot switch single pedal.
Instruction manual
Features
Vessel sealing technology Automatic computerized output (instant response technology) Provide vessel sealing technology Recall of most recently used intensity and power setting Vessels sealing regrasp indicator Bipolar and macro (bipolar cut) modes Leakage current controller. Adjustable activation tone volume Hand switch or foot switch activation Use in open & Laparoscopic surgeries. Wide range of instrument for both open &  Laparoscope, Assist surgery capture market size more then 60% all over the world
Maximum output
Macro bipolar 95 (watt)
Bipolar  95 (watt)
Sealing  150 (watt)
Safety Standard
IEC-60601-1
IEC-60601-2-2

IEC-60601-1-2
IEC-60600-4-2

	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	Following Accessories to be provided:
· 20 cm handset
· V Laparoscopic Sealer / divider
· Atlas Laparoscopic Sealer/Divider
· AXS Hand piece
· AXS Electrode
· Std reusable instrument
· Std Electrode
· single paddle foot switch
· Sterilization Tray
· Precise Instrument 

· Trolley
Or Equivalent
Country of Origin : USA / EEC / JAPAN
	1 No.
1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.

1 No.


	
	
	
	

	9
	Telescopic Forceps

Telescope use with bronchoscope with optical forceps  

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	04 Nos.
	
	
	
	

	10

	Edostrob with accessories

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	01 No.
	
	
	
	

	11
	BERA (Brain Stem Evoked Response Audiometry) with standard accessories.

Specifications:

· Max. Stimulus Level

1) Stimulation : 100 dBHL

2) Masking : White Noise   

                       Max. 70 dBHL

· FILTERS

1) ABR :        30 Hz.- 3000 Hz

                      150 Hz - 3000 Hz.

2)  MLR:          30 Hz -   300 Hz.

3)  VEMP:        90 Hz -   300 Hz.

4)  LLR :          0,3 Hz -     30 Hz. 

· REPETITION RATE :  0,2 Hz - 90 Hz.
· Preamplifier Sensitivity  300 µ Vss

· Input Impedance        :  10 MOhm

· Input Noise Lever       : <0,8 µ V

· ADU-Channels           :    2


	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	· ADU-Resolution         :   16 Bit
· ADU-Acquisition Rate :  20 kHz
· ANALYSIS TIME
1) Screen-ABR :           16 ms

2) ABR              :           20 ms

3) VEMP / MLR :           80 ms

4) LLR               :          800 ms

· TWO CHANNELS

ABR, MLR, VEMP. LLR.

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	
	
	
	
	

	12
	Audiometer with standard accessories.

Clinical Audiometer with air & bone conduction
Specifications: 
TEST

· Tone Audiometry

· Dichotic speech test according to feldmann.

· SISI

· ABLB

FREQUENCIES : 125 TO 8000 Hz.

TONE PRESENTATION : Manual and reverse

MASKING:

· Automatic selection of Narrow Band noise for pure tone presentation.

· Wide- Band noise.

· Speech – masking noise.

DATA INTERFACES: 

· RS 232 Serial interface to printer 

· USB Device interface to PC 

INPUT

· CD / Tape

· Talk – Over

· Talk - Back 

Or Equivalent
Country of Origin : USA / EEC / JAPAN


	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	13
	Otoacoustic Emission, TEOAE, DPOAE,ABR, PC INTERFACE
with standard accessories.

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	01 No.
	
	
	
	

	14
	Microdebrider of functional Endoscopic Sinus Surgery 
with standard accessories.

Six – Function

· Intra drill

· Shaver system for PNS & Skull base

· Sinus shaver

· Micro Saw

· Intre Nasal Drill

· Dernatome

· Oscillating Micro saw inbuilt irrigation tube max. number of revolution 15,000 rpm corresponds to 15,000 oscillation 

· Micro sagittal saw without saw blades, max. speed 20,000 rpm

· Saw blade 15mm

· Saw blade 15mm

· Stammberger castelnuovo drill cut – x – Shoaver 

· Double serraled cutting edge dia 4mm

· Double serraled cutting edge dia 4mm

· 65º curve cutting edge serrated backward 4mm

· 65º curve cutting edge serrated forward 4mm

· High performance EC Micro Motor

· Counting Cable  

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	01 No.
	
	
	
	

	15
	Endoscopic Bipolar Diathermy forceps of Functional Endoscopic Sinus and forceps Surgery 
(Set of 10 Forceps)

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	01 Set.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	  Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	16
	ENT Unit with accessories
Or Equivalent
Country of Origin : USA / EEC / JAPAN
	01 No.
	
	
	
	

	17
	High Speed Otologic Drill with  curved fluted bars (Cutting Diamond different Sizes)

· High speed upto 80,00 rpm

· Speed adjustable between the range of 10000 to 8000 rpm Forward & Reversed

· Low profile hand piece 

· Angled and rotatable strain relief

· Option of bur guards for sleeves

· Dimensions : max 16cm length with 2cm Diameter
Or Equivalent
Country of Origin : USA / EEC / JAPAN
	01 No.
	
	
	
	

	18
	OPHTHALMOSCOPE

System Contains :

One Ophthalmoscope Head

One Battery Handle

One Spare Bulb

One Carrying Case

One Plug Type Charge 

One Rechargeable Battery 

Or Equivalent
Country of Origin : USA / EEC / JAPAN
	02 Nos.
	
	
	
	

	19
	LARYNGOSCOPES 

Four Mackintosh Blade of Different Sizes


	02 Nos.
	
	
	
	

	20
	REFRIGERATOR ( LAB & BLOOD )
(Specification )
· Liters                         :      106

· Input Power               :   160W

· Temperature Range  :   4± 1ºC

· Voltage ( V/Hz )         :   220V~ 240V / 50Hz

· Temperature Control : Microprocessor Control

· Power Failure alarm  :  Audible and visual          

                                           alarm ( 72 hrs )

	02 Nos.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	· Cabinet                    :  Upright, Stainless steel 

                                           chamber

·  Door                         :  Single Glass Door

· Foam insulation        :   High density CFC-free 

                                            urethane

· Compressor               :   Danfoss compressor

· Refrigerant                 :   R134a

· Door Lock                  :   1

· Casters                      :   4

· Interior light                :   8W* 1

· Charge battery           :   DM8-6 (8V6AH)

· Shelves / Box            :   3 / -

· Exterior Dimensions  :   500(W)x514(D)

                                             x1055(H) mm

· Interior Dimensions   :   427(W)x420(D)

                                             x821(H)mm

· Storage Capacity       :   200ml / 24 bags      

Or Equivalent
Country of Origin : USA / EEC / JAPAN

	
	
	
	
	

	21
	EMERGENCY LIGHTS
Double Rod 2' with re-chargeable battery

( KOREA / TAIWAN / MALAYSIA )


	20 Nos.
	
	
	
	

	22
	LASER PRINTER

( Multi-functional Heavy duty )

HP P2055D Or equivalent
	03 Nos.
	
	
	
	

	23
	Drip Squeezers


	05 Nos.
	
	
	
	

	24.
	SLIT LAMP

Including Application Tonometer, Hanging Type

Super Pupil Lens, 3 Mirror Gonioscope,

Motorized Table Local

Technical Specifications

Microscope 

Type                              Galilean-type converging binocular                        Microscope

Magnification Changer   Three position rotating drum

Eyepieces                     16x
Total magnification       10x 16x 25x 

Real fields of view        22.5mm 14.1mm 8.8mm                                                                                  Interpupillary adjustment  47mm 85mm


	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	SLIT LAMP

Slit projection              0.8X                                                                      Slit wide                      0~14mm, continuously variable                        Silt length                   0~14mm, continuously variable               Silt Angle                    0 to 180º        

Filters                         Heat Absorbing, UV, red-fee 
                                   and  Cobalt blue 

Lamp                          6V/20W halogen lamp
CROSS-SLIDE BASE

Longitudinal movement      90mm

Lateral movement              100mm

Vertical movement             + 15mm

Horizontal fine movement  + 30mm

CHIN REST

Fixation lamp                      LED ( red )

Vertical movement              80mm

POWER 

Input voltage

Maximum power consumption     AC 220V 240VA
Upgrade of software & hardware  
Or Equivalent
Country of Origin : USA / EEC / JAPAN
	
	
	
	
	

	25
	SPLIT AIR- CONDITIONERS 5 TONS
( with standard accessories / Installation  )  

	04 Nos.
	
	
	
	


MACHINERY / EQUIPMENT Under ADP Scheme No. 1377 namely  “UPGRADATION OF SURGICAL UNIT - I & SURGICAL UNIT - IV” " AT CIVIL HOSPITAL KARACHI” DURING THE FINANCIAL YEAR 2009-2010. 

Price Rs.2000/= ( Non Refundable/Transferable )

TENDER ENQUIRY NO.MS(CHK)/ 2009-10/- 295                               DUE ON . 02-02-2010.
Time of Receipt of Tender………………11:00  a.m. ( In the office of the AMS(Procurement) C.H.K ) 

Time of Opening of Tender ……………..12:00  noon. ( In the Board Room CHK )

Offers shall remain open for 90 days from the date of opening. The bidders shall quote their price inclusive of all applicable duties / taxes / transportation etc, and all other expenses on free delivery to consignee’s end at Civil Hospital, Karachi. Price should be quoted in figures & words both failing which the offer will be ignored. The offers are required on F.O.R. & C.I.F basis in Pak Rupee.

	Item #.
	        Description of Stores/Specifications.
	Quantity       Required 
	Amount in C.I.F & F.O.R Figures & Words

	
	SPECIFICATION AND QUANTITY ATTACHED ANNEXURE”A”
	
	


N.B: -

1.  Free installation along with all accessories including labour charges / Demonstration at 
     consignee’s end must be confirmed by the bidder.
2.  Two year free service with spare parts from the date of installation 5 year X-Ray picture tube 
     warranty and undertaking regarding availability of spare parts for 10 years should  be confirmed

by the bidders 

3 Sole agent Certificate / Authority letter from the manufacturer must be attached by the bidder.

4 The service manual with circuit diagram will be provided with all above mentioned items.

5 The supplier will be bound to train nominated technical personnel to operate and for repair and maintenance of the  supplied equipment.

6 The supplier will be bound to provide free service during warranty period and to supply spare parts accessories of the supplied equipment on demand.

7 Joint inspection will be carried out by consignee representative / End User, or other Technical Experts.

8 Profile of the technical staff and address of the Bio-Medical workshop in Karachi as well as list of hospitals in which the quoted equipments are working must be attached.

9 Presence of manufacturers engineer and application specialist during commissioning phase is mandatory.

10.In case of purchase on C.I.F the bidder will invest the money to open L.C. and bear other   

     Charges, Transportation Charges to CHK etc. etc. Certificate will be issued by this office to  

     clarify that the import has been made for this hospital, so as to avail the facility of exemption of 
     duties / taxes as per Government Rules. 

DELIVERY PERIOD: ……………………………………VALIDITY…………….

01.  
General Conditions & Instructions:

1.1     The tenders shall be submitted with all documents, drawings, literature & catalogue (for
equipment) in sealed envelopes. The envelope must contain tender enquiry No. on the top. The name of manufacturer and the supplier should be affixed on the face of envelope on the left side.

1.2      Tenders must be filled in with blue or black ink in the columns provided/on separate Letter
Head duly signed.

1.3      The tenders must be free from erasing cutting and over writing. In case of erasing, cutting
and over writing, authorized person should affix his initials.

1.4     The rates of each item should be written in figures as well as in words. In case of discrepancy
the price in words will be taken as authentic and final.

1.5      Conditional Tenders will be ignored and will not be considered/entertained/accepted.

1.6      Tender forms shall be accompanied by Earnest Money @ 5% of the value of stores quoted
by them in form of call Deposit / pay order.

1.7      Original purchase receipt must be enclosed with their offer.

1.8      The tendered rate should be inclusive of all taxes, payable to the Federal or Provincial Govt.
           and no claims on this account shall be entertained.

1.9      The bidder shall furnish General sales tax (GST) Registration Certificate of the firm failing
  which the offer will be ignored. (In case the item is exempted from GST either documentary
  evidence or certificate from competent authority shall be attached with the offer).

1.10 The bidder shall furnish copy of  valid professional Tax (Excise & Taxation)Certificate

02.
SPECIAL CONDITIONS:

2.1     Store is required immediately. The tenders may, however, give their short guaranteed 
     delivery period by which the supply will be completed.

2.3     Bidders are required to specify make , country of origin and furnish detailed technical 
          description literature / catalogue along with their offer.

2.3    The bidders shall quote their firm and final price both in figures & words on “Free Delivery 
          basis to Consignee”.

2.4     Choice to select/ignore any alternate offers shall rest with the purchaser.

2.5     No manufacturer shall authorize their distributor/agent/any firm or person to quote the same 
item which manufacturer is quoting himself in any tender. Failing that offers of both the manufacturer, as well as other bidder shall be ignored.

9.6      Bidders shall purchase separate tender documents and furnish purchases receipts for 
each alternate offer in case they want to submit alternate offer for any items. All the bids with alternate offers without separate purchases receipt (Original) are supposed to be rejected.

9.7      The bidder shall confirm the refund of cost difference if the same good is/was supplied at 
lower rates to any other Govt./Semi Government institution or Armed Forces in the province or out side in the same fiscal year.

9.8      The Bid shall comprise a single package containing two separate envelopes. Each envelope 
shall contain separately  the financial proposal and the technical proposal.

2.10 The envelopes shall be marked as “FINANCIAL  PROPOSAL” and “TECHNICAL 
PROPOSAL”  in bold and legible letters to avoid confusion.

2.11 Initially, only envelope marked as “TECHNICAL PROPOSAL” shall be opened.

2.12 The envelope marked as “FINANCIAL PROPOSAL”  shall be retained in the custody of the 

 
procuring agency without being opened.

03.
Purchaser’s Right Vary Quantities at time of award.

The Purchaser reserves the right to increase/decrease or delete the quantities of goods etc at the time of award of contract and also reserves the right to enhance the quantity by 15% of goods and services originally specified in the Schedule of Requirements without any change in unit price or other terms and conditions of goods at any time during the contract period.
The reasons of rejection of bid will be communicated to all the Suppliers / Contractors if requested.
04.
Notification of Award/Advance Contract:

4.1 
Prior to the expiration of the period of bid validity the purchaser will notify the successful bidder in writing that is bid has been accepted

4.2 
The notification of award will constitute the formation of the contract

4.3 
Upon the successful bidder furnishing the performance security pursuant to Sr.No.1.1 of the instructions and Sr.No.3 of the advance contract, the purchaser will promptly notify each unsuccessful bidder and will discharge its bid security on receipt of bidder’s request

05.
Award of Contract & Contract Agreement

Subject to the fulfillment of all codal formalities the purchaser will award the contract to the successful bidder whose bid has been determined to have qualified to perform the contract satisfactory.

06.
Performance Security:

The successful tenders will have to deposit with the purchaser 5% Security Deposit of the total value in shape of call Deposit / Pay Order.

07.
Criteria for evaluation of bids.
            a.   Quoted prices.

b.  Specification compliance/preferred functions

c. After sale service facility (In case of equipment)

d. Operational cost (In case of equipment & Vehicle)

e. Delivery schedule 

f. Authority letter from manufacturer 

g. Earnest money

08.
Fee for Award of Contract:
All the applicable Taxes should be included in the price i. e ( Income Tax,  Sales Tax ). Stamp duty  @ 0.20% of the value of the Contract will be realized/charged . while making payment to the contractors for award of each contract (If applicable).

09.
Undertaking:
09.1
I/we agree whether our tender is accepted for total partial or enhanced quantity for all or any single item. I/we also agree to supply and accept the said item at the rates for the supply of contracted quantity with is in the stipulated period shown in the contract.

09.2     I/we understand and confirm the refund of cost difference if the same goods is/was supplied at lower rates to any other Govt./Semi Govt. institution or Armed Forces in the province or out side in the same fiscal year.

09.3     I/we undertake that , if any of the information submitted in  accordance to this tender enquiry found is                

            incorrect our contract may be cancelled at any stage at cost and risk.

CERTIFICATE

We guarantee to supply the stores exactly in accordance with the requirement in the invitation to this tender.

Signature of Tendered………………

 Rubber Stamp ……………………


Name & Designation………………

Address:…………………………….

Annexure- “ A ”

Schedule for Invitation Tender for Machinery & Equipment Under ADP Scheme No. 1377 namely  “UPGRADATION OF SURGICAL UNIT - I & SURGICAL UNIT - IV” at  Civil Hospital, Karachi,  during the financial year 2009-2010. 

	Items #
	             Description / Specifications


	   Qty
	 Rates C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	    1
	Central Oxygen Supply Unit with Centralized Vacuum Pump for Suction.

Supplying and installation of Medical Gases System in accordance with the healthcare technical memorandum HTM 2022

Comprising of :-

a) Supply and installation of imported copper pipeline 18 Swg. Deoxidized, de-greased Half-hard, solid drawn with required fitting i.e. tees, elbows and sockets etc. with welding rods and welding gas.

           Size ¾” Approx.         400 Rft

                  ½” Approx.          800 Rft

b) Supply and installation of Outlet points,(USA, EEC,JAPAN) BS Standard Complete in all respect and in accordance with the Health care technical Memorandum HTM 2022

-     Oxygen Outlet Points              06 Nos.                                                                                                                                            -     surface type –wall-mounted

      (USA,EEC,JAPAN)

-     Compressed Air / Suction       06 Nos.
      Outlet Points  surface type –wall-mounted

      (USA.EEC.JAPAN)

c) Supply and installation of Alarm system with mute / test facility, gives sound and flash light when – ever the pressure in line decreases the set pressure for individual gas i.e.

-      Oxygen Alarm Panel                 01 No.                     -      Compressed Air Alarm panel    01 No. 

d) Supply and installation Isolation of Valves        ( USA,EEC,JAPAN) complete with adapters.

             Size ½”                          15 Nos. 

e) Supply and installation of manifold system for Medical Oxygen complete in all respect including pressure regulators (USA, EEC, JAPAN) gauges, isolating Valves, copper piping supports, Hangers, tail pipe connections without Cylinders and ready to operate.

· Oxygen Duplex bank of 4 each

f) Air Compressor System for Suction.
Supply and installation of Air Compressor System Comprising Of :-                                                                                - 02 Nos. Medical Grade Air Compressors-05 HP                                                                                        - 02 Nos. Refrigerated Air Dryers                                   - 02 Nos. Pre-Filter                                                   - 02 Nos. After Filter 

	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	g) Supply and installation of electrical control panel Complete with installation for compressor. Dryer, Filter and By pass System in compressor Room.
h) Supply and installation of Oxygen    06 Sets.            Flow-meter with humidifiers probe and mask (USA,EEC,JAPAN)                        
i) Supply of Suction Injector Unit          06 Sets.
Complete with collection jar of 02 liters and                 probe (USA,EEC,JAPAN)
j) Testing / Commissioning / Painting of Complete System as per HTM-22 Standards

k) Bed Head Panels. ( Powder coated ) 06 Nos.          with electrical sockets. Made of imported                     steel with lighting.  


	
	
	
	
	

	2
	X-Ray illuminator 2 in 1
Constructed from M.S sheet, all plastic resin coated in & out. Fitted with electrical booster, choke and circular fluorescent tube, ON/OFF switch


	04 Nos.
	
	
	
	

	3
	ECG Machine 12 Lead, 6 Channel with Standard Accessories.
Features:

· 6/12-channel representation of all 12 simultaneously acquired leads
· Automatic and manual mode

· Full size 8” x 11” reports (A4)

· Integrated rechargeable battery lasts for up to 400 recordings 

· Single button operation 

· Built-in thermal printer

· Computerized ECG Interpretation program

· CE labeled

· Meets or exceeds U.S. and International quality standards
Or Equivalent
Country of Origin :  USA / EEC / JAPAN
	01 No.
	
	
	
	

	4
	Mobile X-Ray Machine
With all standard accessories

Generator :

Power rating 8 – 10KW or more

KV accuracy 40 – 125 ( ± 10% + 1kV)

mA range : 100

mA accuracy : ± 5% + 1mA

mAs range : 0.4 – 320mAs

Bucky 1 unit standard

Line compensation ± 10%


	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	X-Ray tube

Rotating anode : 1.0 x 2.0mm dual focus

Tube stand

Electromagnetic locks

Vertical movement 950 – 1650mm or more

Transversal movement : 600 – 770mm
Rotating movement : ± 180º at each 90º

Handle Bar ± 180º

Collimator  : Ac 24V, 100W or more

Mobile Cart

Manual stop standard with cassette box
 Or Equivalent
Country of Origin : USA / EEC / JAPAN
	
	
	
	
	

	5
	B.P. Apparatus Mobile with stand 
Country of Origin : USA / EEC / JAPAN

	03 Nos.
	
	
	
	

	6
	Split A/C 1.5 ton 

( with standard accessories / installation )


	10 Nos.
	
	
	
	

	7
	B.P. Apparatus Wall Mount type
Country of Origin : USA / EEC / JAPAN
	06 Nos.
	
	
	
	

	8
	Oxygen mask with re-breathing bag

	06 Nos.
	
	
	
	

	9
	LARYNGOSCOPES 

Four Mackintosh Blade of Different Sizes


	01 No.
	
	
	
	

	10
	Tracheostomy set 

	02 Sets
	
	
	
	

	11
	Emergency Lights
Double Rod 2' with rechargeable battery 
KOREA / TAIWAN / MALAYSIA

	09 Nos.
	
	
	
	

	12
	Refrigerator 12 Cubic Feet


	01 Nos.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	13
	Slow Suction Machine, Portable Low Vacuum Suction

Low noise Suction Machine with 02 Autoclavable Polysulphone unbreakable Jars for smooth running for long period of time with built in internal hydrophobic filter and over flow control valve.

Voltage                   230V+/- 10% - 50-60 Hz

                                110v +/- 5%  - 50/60 Hz

Vacuum                  0 to 0.85 bar / 0 to 650mm Hg

Flow rate                30 1/min

Collection               2 x 2 liter

Unit Dimension      38 x 
65 x 20

H x W x D cm

Noise level              65 Db

Or Equivalent
Country of Origin :  USA / EEC / JAPAN
	01 No.
	
	
	
	

	14
	O.T Light 

Multi purpose Mobile OT Light for surgery, Ophthalmology, Obs delivery, diagnostic, gynecology, ICU etc. 205mm reflector diameter, with 21 layers special coating for RED ray elimination. Optical filter to filter hot rays. 400mm deep illumination. Auto balance lamp arm. Halogen bulb. Lamp head dimension D 300MM. color temp 4000K approx. intensity : 35,000 Lux. Unit should complete with control box and other standard accessories. 

Or Equivalent
Country of Origin:  Malaysia/Korea/Taiwan
	01 No.
	
	
	
	

	15
	Duel Frequency Diathermy 4.0 MHZ Radiofrequency 

High Frequency / Low temperature

Radio Frequency: 4.0 MHz
Power Supply : 100-240V

Mode : Cutting, Coagulation or fulgurate

Or Equivalent
Country of Origin :  USA / EEC / JAPAN
	01 Nos.
	
	
	
	

	16
	Manometery System for Anorectal Studies 
 6 Ch.Esophageal Manometer Capability
Manometer System Base Unit Including

Central Unit with USB Port (with / 110/220v)

Power Supply. Touch Capability LCD Bio View Analysis Software. Keyboard and splashguard and Serial Mouse Also including are CD R , USB sub and Printer Sensor PAC with 8 pressure and can be used 


	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	with both new and old style K1 accessory cables can be eventually upgraded to intendance capability at small extra charge

6 Channel Solid State Esophageal Catheter & Accessories

4 Channel Esophageal Manometery Capability Module

Including: *Esophageal Software

Konigsberg Solid State 6-Channel Esophageal body studies Two distal Circumferential Pressure Sensors and Proximal Directional

Pressure Sensor all spaced 5cm apart

Pressure Calibration kit W/Small bore for esophageal

probes for 5-6 Channel Catheters

Cable for Solid State for Probe

Respiration Belt with Microphone for Swallows

4 Channel Solid State Anorectal Catheter & Accessories

* Anorectal Manometery Capability Module Including

* Anorectal Software Konigsberg Solid State 4 Channel Anorectal Manometery

Probe with directional pressure sensor clocked radially 7.9mm diameter Universal Adapter Cable

Pressure Calibration kit large hore for anorectal probes

Adult anorectal stimulation balloon for compliance testing using Solid state probe set of 5 

Stim Sense Pressure Sensor for Compliance resting

GEN MONITERING SLEUTH SYSTEM

GER MONITOR SLEUTH SYSTEM Including

*Ambulator recorder with 6 impedance channel, and up to 3PH Channel

*128MB Compact Flash Memory

*Bio view GER analysis software quantities both acid and non-acid

reflux exposure and correlates symptoms to reflux episodes
*pH Calibration kit

*Compact Flash Card Reader, USB Connected

Standard Adult GER Monitoring Catheters with 6Z and 1pH channel at  Standard Gastric Adult GER Monitoring Catheters with 6Z and 2 channel pH  

BIFURCTADE Adult GER Monitoring Catheters with 6Z and 2pH

Channel for upper and require and require the AIR LES locator for proper placement.
Or Equivalent
Country of Origin :  USA / EEC / JAPAN
	
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	17
	Assorted Accessories for ERCP Procedures with esophageal Dilator and stent pusher.
Triple lumen Sphinctrotome                            05 Nos.
Triple lumen Needle Knife
                    05 Nos.

Extraction Balloon with multiple sizing   
       20 Nos.

Cytology Brush  


       10 Nos.

Biliary stents (plastic) all sizes

       50 Nos.
Esophageal balloon dilator                             02 Nos.

One action stent Introducer with pusher 
       05 Nos.

ERCP Cannulas


       10 Nos.

Savary Galliard Wire Guide

       04 Nos.

ERCP Guide Wire 48cms, 0.035inc               10 Nos.
ERCP Guide Wire 48cms, 0.025inc               03 Nos.

Varices Injector 21G & 23G         
      20 Nos.

Or Equivalent
Country of Origin :  USA / EEC / JAPAN
	02 Sets.
	
	
	
	

	18
	DVD Recorder for Digital Documentation


	01 No.
	
	
	
	

	19
	MAINTENANCE UNIT

for Use with Olympus video Endoscopes  Check Air and Leakage, Power Supply

Or Equivalent
Country of Origin :  USA / EEC / JAPAN
	01 No.
	
	
	
	

	20
	X-Ray Fluoroscopy Unit (R/F) 

X-Ray Generator 

· High frequency inverter type microprocessor controlled. 

· Three phase 50kW

· Maximum 630mA

· Rapid sequence spot film: 1 exposure/sec 

· 40 to 150 kV in 1kV step

· Exposure time 0.001 to 10 sec

· Fluoroscopy kV ranges 40 to 120 kVp

· Automatic over-load protection device and automatic line compensation.

· Fluoro mA up to 12mA , Radiographic mA 10~630mA 

· System with AEC and ABC facility 

X-Ray Tube: 

· Anode heat storage capacity of at least 300KHU  

· Rotating anode X-Ray tube with dual focus small 0.6 mm and large 1.2 

             mm. Anode angle 12°, 150kV , 9000rpm

	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	X-Ray Beam Collimator 

· Automatic collimator with rectangular diaphragm with push button on/off system having built-in timer for illumination of x-ray beam area. 


Image Intensifier /Monitoring System

· 9” triple field Image intensifier with high resolution 

· Central resolution : 50Lp/cm 

· Reduction of quantum noise with CCD Technology 

· Function brightness and contrast control. 

· Two 17” High resolution black and white video monitors. 

Remote Control Table 

· Tilting table 90/15° . Oblique projection : +/-40° of tube/column. 

· Tilting time from 0 to 90 degrees in less time 

· Anti-collision security system.

· Longitudinal travel of table/spot film 90~100 cm

· Longitudinal travel speed motorized 4.35 cm/sec .

· Serial changer/spot film: Longitudinal movement 100~125 cm.

· Ion chamber of 3 field 

· Transversal travel of Table +/-15cm 

· Transversal travel speed motorized  4cm/sec 

Tube Stand/Automatic Spot Film Device 
· Rotation of x-ray tube: +/-180 deg 

· Motorized compression cone 

· Rapid sequence spot film: 1 exposure/sec 

· Cassettes size format : 8 x 10 to 14 x 17” . CR Cassettes also acceptable.  

· Capability for 1,2,3,4 division

· Grid ratio  12 : 1

Power Requirement :

· Three phase with line voltage of 380 to 440V


Accessories : 

· Three lead apron. 
· Two pairs of lead gloves

· Two local made x-ray illuminator 4 x 1
· Lead Glass for ERCP room door
Or Equivalent
Country of Origin :  USA / EEC / JAPAN

	
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	21
	Multi Parameter Monitor

Specifications.

High resolution 10.4” (Diagonally) color TFT display. 640 x 480 pixels dots resolution Multi-lead ECG Monitoring .In-built Cautry and Defibrillator protection. 24 hours data storage facility in tabular and graphic mode with zoom facility and separate tabular trend for storage of 240 NIBP reading. Graded and color coded audio/visual alarm. Alarm recall facility to view last 16 stored critical alarms. Comprehensive patient data entry. ECG: 3 Lead ECG Monitoring . Automatic detection of 3  lead ECG cable. -Display of I,II,III with 3 lead cable. In built cautry and defibrillator protection. Respiration: Impedance pneumography principle. Display of respiration waveform with respiration rate.  Respiration range: 4 to 150bpm Temperature : Simultaneous monitoring of two temperatures. Display of T1 and T2 or DT. Temperature range: 12°C to 42°C. Pulse Oximetry : Pitch variation with change in oxygen saturation. SpO2 range
: 0-100% . Display of pulse strength, plethysmograph , PR and SpO2 valves Accuracy: 100 to 70% (+/- 2 digits) , 69 to 50% (+/- 3 digits ) ,  49 to 0% (unspecified) Accuracy in neonatal monitoring 100 to 70%(+/- 3 digits ) NIBP: Oscillometric Principle. , display of Systolic, Diastolic and mean pressure. Mode: Manual, STAT(5 min continuous ), Automatic (interval 2 min. to 90 min).Range: 20 to 255 mmHg . Alarm limits : Selectable for Systolic and Diastolic. Range: 20-50+mmHg
Or Equivalent
Country of Origin : USA / EEC / JAPAN
	07 Nos.
	
	
	
	

	22
	Surgical Diathermy (Electrosurgical Unit) with: 

The unit should provide unsurpassed performance, flexibility, reliability and convenience. It should include the following features: 

· The cutting modes should not be less than two with the ability to cut all types of tissues 

· The blend modes should have at least 10 levels for hemostasis

· At least Two Coagulation modes

· The diathermy should incorporate a return electrode, contact quality monitoring

· Support both solid & split return electrode

· The system should feature a fast digital feedback system in order for the unit to detect changes in tissue and density 

· Presets should be present so the user can store minimum10 user defined presets 

· The Memory unit should automatically power up to the last selected preset setting 

· The RF output should be isolated 

· Should have standard connectors to accept the latest monopolar and bipolar instruments 


	02 Nos.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	· The unit should be equipped with self diagnostics system

· A foot switch indicator should be present on the front to detect if one or two foot switches are connected 

· The diathermy should be calibration free

· The unit should be capable of under water cutting.

Technical Specifications: 

· Input voltage should be from 100 V AC to 240 V AC at 50 – 60 Hz 

· The ambient temperature range should be from 10 ° C to not les than 40 ° C with relative humidity of 30% to maximum 75% (non condensing) 

· OUTPUT TYPE:  RF ISOLATED

OUTPUT POWER:

The out put power ranges should not be less than given below  
· Cut I   300 W @ 300 Ω

· Cut II  300 W @ 300 Ω

· Blend 200 W @ 300 Ω

· Pinpoint 120 W @ 500 Ω

· Spray 80 W @ 500 Ω

· Bipolar 80 W @ 150 Ω

· Duty Cycle 10 S / 30 S

· OUTPUT FREQUENCY 490 kHz ± 5

Following accessories to be provided:

· Reusable pencil with standard ball, blade, needle and loop electrodes. 

· Bipolar forceps

· Mono and Bipolar footswitch

· Reusable return electrode

Or Equivalent
Country of Origin :  USA / EEC / JAPAN 
	
	
	
	
	

	23
	Microprocessor Based Electrosurgical Unit with Integrated Vessel Sealer

Electrosurgical Unit Microprocessor based energy platform with a full featured radiofrequency energy system comprising of Electrosurgical unit, capable of delivering 300 watts or greater in monopolar and 95 watts or greater in bipolar mode. At least 2 modes of electrosurgical waves in monopolar and 3 waves in bipolar.

Vessel Sealer, able to seal vessels upto 7mm

· Without desiccation and isolation

· Unique energy output results in no sticking

· Vessel sealing system not relying on the proximal thrombus

· Usage in both open and laparoscopic procedures 


	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	With Biphasic Technology.

Smart return electrode monitoring capability

Smart connector technology allowing the generator to identify the type of device in use.

Easy to use touch screen set up

Up gradable in future.

Technology innovations field software upgrade.

USB and Ethernet connectivity.

Following accessories to be provided

Monopolar Footswitch

Standard  Bipolar Footswitch

Single Pedal Footswitch

Force Triad Mounting Cart

Force triad Front Panel

Force Triad Mounting Cart draw

Standard Accessories.
Adult REM Polyhesive 11
Patient return electrode card / clamp

Cushing forceps

Bipolar forceps cord

Uni active adaptor
International Pencil

Precise Instrument

Atlas hand set

Atlas 20cm handset

Vessel Sealer Xtd reusable instrument

Xtd electrode 

Std reusable instrument 

Std electrode

V Laparoscopic sealer / divider 

Or Equivalent
Country of Origin :  USA / EEC / JAPAN
	
	
	
	
	

	24
	Ultrasonic Electromechanical Transect and Coagulation System

Includes: 
Ultrasonic Generator
Frequency


55.5 KHZ  (Output)

Dimensions


14”x 8 x 12

Weight


Approx 20 Pounds

Power Required

220 VAC  50 HZ

Air Pressure

4.5Psi

Defibrillation Time

1 Seconds

Working Temperature
80 Degree Centigrade

Device Type

Type CF, Isolated, Applied Device

Safety Standards
IEC 601.1, Class 1




IEC 601-1-2,                     

                                Electromagnetic Compatibility 

                                Defibrillator Protected
FOOT SWITCH

	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	Foot switch & Cable, have Minimum & Maximum pedals 

HAND PIECE (TRANSDUCER) 

Reusable Vibrates at 55.5khz 

Can be used with both Laparoscopic and Open Surgery probes 

GENERATOR CART

BLADE SYSTEMS FOR OPEN SURGERY

10 mm diameter – shaft length 18 cm, coagulate vessels upto 5 mm, have minimum & maximum button on the handle 

BLADE SYSTEMS FOR LAPAROSCOPIC SURGERY 5 MM ONLY

5mm diameter – shaft length 36 cm, coagulate vessels up to 5 mm have minimum & maximum button on the handle 

Or Equivalent
Country of Origin :  USA / EEC / JAPAN
	
	
	
	
	

	25
	Endoscopic Sterilization and Washing Unit. Flow Rate 17 Ltr / min.

Operating Environment

Ambient Temperature    10-40°C(50-140°F)   Supply water flow                                17L/min. or more

Relative Humidity  30-85%  Supply water pressure 

                                        Between 0.1 to 0.5 Mpa

Atmospheric pressure    700 - 1060 hPa Supply water 
                                                                  temperature 

                                                                  Max. 25°C

Specifications:

Number of reprocessed :Max. 2(1with certain models Endoscopic  Cleaning method :  Exterior surface: Ultrasonic cleaning running fluid cleaning

Channel Interiors: Fluid flushing cleaning          

Valves:
Ultrasonic cleaning , fluid flushing cleaning

Disinfection method :   Exterior surface: Disinfectant solution  immersion. Channel Interiors: Disinfectant solution flushing and flooding. 

Valves :Disinfectant solution   immersion

Cleaning time setting  1-10min (Setting variable in 1 min. increments)

Disinfection time setting    5 - 60 minutes

Disinfectant solution
 20°C (68°F)

Heating setting                    If the temperature of disinfectant solution is  below 20°C, it is heated 20°C(68°F)


	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	 Rates    C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	
	Disinfectant solution       Built-in heater in the cleaning tub,

heating method   1 Heating immediately before disinfection 

process in a reprocessing program 2 Heating before the start of a reprocessing program Water discharge method    Forced draining using a pump (Floor draining)

Disinfectant solution
1. Draining through disinfectant collection hose

Discharge method
2. Draining through drain hose

Cleaning tub capacity
Approximate 14 L

Disinfectant solution
Approximate 17.5 L

tank capacity

Detergent
Endo-Rapid 980 ml pack (Olympus-

                             designated detergent)

Visual leakage detection    Bobble detection during immersion

Alcohol flushing
Automatic flushing/draining using a pump  and compressor


Power Supply
Voltage
120-240 V


Frequency
50/60 Hz

Or Equivalent
Country of Origin :  USA / EEC / JAPAN
	
	
	
	
	

	26
	Ethylene Oxide Mixed Gas Sterilizer capacity 240 Liters 30% ETO Carbon dioxide Single manual door with built-in Boiler Chamber size 670 X 600 X 600/0.24 Ac 220V/50Hz/KW
Or Equivalent
Country of Origin :  USA / EEC / JAPAN N

	01 No.
	
	
	
	

	27
	Oxygen Flow meter with humidifier
Country of Origin :  USA / EEC / JAPAN

	02 Nos.
	
	
	
	

	28

	Oxygen cylinder with stand large 240 cft.

 Mobile on 23 cm Dia Castors.


	03 Nos.
	
	
	
	

	29
	Mobil Single reflector light


	01 No.
	
	
	
	


	Items #
	             Description / Specifications


	   Qty
	Rates    C.I.F Karachi
	Rates F.O.R Karachi

	
	
	
	Figures
	Words
	Figures
	Words

	30
	X- ray illuminator 4 in 1  

X-Ray View box (large) 
Constructed from M.S sheet, all plastic resin coated in & out. Fitted with electrical booster, choke and circular fluorescent tubes, ON/OFF switch (for four x-ray view).  


	04 Nos.
	
	
	
	

	31


	Examination lamp single reflector light
	03 Nos.
	
	
	
	


FURNITURE / FIXTURE Under ADP Scheme No.1374, “RENOVAITON & MODERNIZATION OF ACCIDENT AND EMERGENCY DEPARTMENT & ENT WARD” AT CIVIL HOSPITAL KARACHI” DURING THE FINANCIAL YEAR 2009-2010 

Price Rs.500 /= ( Non Refundable/Transferable )

TENDER ENQUIRY NO.MS(CHK)/ 2009-10/-   295                              DUE ON . 01-02-2010.
Time of Receipt of Tender………………11:00  a.m. ( In the office of the AMS(Procurement) C.H.K ) 

Time of Opening of Tender ……………..12:00  noon. ( In the Board Room CHK )

Offers shall remain open for 90 days from the date of opening. The bidders shall quote their price inclusive of all applicable duties / taxes / transportation etc, and all other expenses on free delivery to consignee’s end at Civil Hospital, Karachi. Price should be quoted in figures & words both failing which the offer will be ignored. The offers are required on F.O.R. basis in Pak Rupee.

	Item #.
	        Description of Stores/Specifications.
	Quantity       Required 
	Amount in F.O.R Figures & Words

	
	SPECIFICATION AND QUANTITY ATTACHED ANNEXURE”A”
	
	


N.B: -

1.
Free installation along with all accessories including labour charges / Demonstration at consignee’s end must be confirmed by the bidder.

2. Two year free service with spare parts from the date of installation and undertaking regarding availability of spare parts for 10 years should  be confirmed by the bidders 

3. Sole agent Certificate / Authority letter from the manufacturer must be attached by the bidder.

4. The service manual with circuit diagram will be provided with all above mentioned items.

5. The supplier will be bound to train nominated technical personnel to operate and for repair and maintenance of the  supplied equipment.

6. The supplier will be bound to provide free service during warranty period and to supply spare parts accessories of the supplied equipment on demand.

7. Joint inspection will be carried out by consignee representative / End User, or other Technical Experts.

8. Profile of the technical staff and address of the Bio-Medical workshop in Karachi as well as list of hospitals in which the quoted equipments are working must be attached.

9. Presence of manufacturers engineer and application specialist during commissioning phase is mandatory.

10. In case of purchase on C.I.F the bidder will invest the money to open L.C. and bear other Charges, Transportation Charges to CHK etc. etc. Certificate will be issued by this office to clarify that the import has been made for this hospital, so as to avail the facility of exemption of duties / taxes as per Government Rules. 

DELIVERY PERIOD: ……………………………………VALIDITY…………….

01.  
General Conditions & Instructions:

1.1 
  The tenders shall be submitted with all documents, drawings, literature & catalogue (for   

        
equipment) in sealed envelopes. The envelope must contain tender enquiry No. on the top.  

        
The name of manufacturer and the supplier should be affixed on the face of envelope on the 
        
left side.

1.2 
Tenders must be filled in with blue or black ink in the columns provided/on separate Letter 
       
Head duly signed.

1.3  
The tenders must be free from erasing cutting and over writing. In case of erasing, cutting and over writing, authorized person should affix his initials.

1.4  
The rates of each item should be written in figures as well as in words. In case of discrepancy the price in words will be taken as authentic and final.

1.5  
 Conditional Tenders will be ignored and will not be considered/entertained/accepted.

1.6    
Tender forms shall be accompanied by Earnest Money @ 5% of the value of stores quoted by them in form of call Deposit / pay order.

1.7      Original purchase receipt must be enclosed with their offer.

1.8     
The tendered rate should be inclusive of all taxes, payable to the Federal or Provincial Govt.  

          
and no claims on this account shall be entertained.

1.9 
The bidder shall furnish General sales tax (GST) Registration Certificate of the firm failing which the offer will be ignored. (In case the item is exempted from GST either documentary evidence or certificate from competent authority shall be attached with the offer).
1.10 
The bidder shall furnish copy of  valid professional Tax (Excise & Taxation)Certificate

02.
SPECIAL CONDITIONS:

2.1 
Store is required immediately. The tenders may, however, give their short guaranteed delivery period by which the supply will be completed.

2.2 
Bidders are required to specify make , country of origin and furnish detailed technical description literature / catalogue along with their offer.

2.3 
The bidders shall quote their firm and final price both in figures & words on “Free Delivery basis to Consignee”.

2.4      Choice to select/ignore any alternate offers shall rest with the purchaser.

2.5     
No manufacturer shall authorize their distributor/agent/any firm or person to quote the same item which manufacturer is quoting himself in any tender. Failing that offers of both the manufacturer, as well as other bidder shall be ignored.
2.6
Bidders shall purchase separate tender documents and furnish purchases receipts for each alternate offer in case they want to submit alternate offer for any items. All the bids with alternate offers without separate purchases receipt (Original) are supposed to be rejected.

2.7 
The bidder shall confirm the refund of cost difference if the same good is/was supplied at lower rates to any other Govt./Semi Government institution or Armed Forces in the province or out side in the same fiscal year.

2.8 
The Bid shall comprise a single package containing two separate envelopes. Each envelope shall contain separately  the financial proposal and the technical proposal.
2.9     The envelopes shall be marked as “FINANCIAL  PROPOSAL” and “TECHNICAL 
          PROPOSAL”  in bold and legible letters to avoid confusion.

2.10 
Initially, only envelope marked as “TECHNICAL PROPOSAL” shall be opened.

2.11
The envelope marked as “FINANCIAL PROPOSAL”  shall be retained in the custody of the 

 
procuring agency without being opened.

03.
Purchaser’s Right Vary Quantities at time of award.

The Purchaser reserves the right to increase/decrease or delete the quantities of goods etc at the time of award of contract and also reserves the right to enhance the quantity by 15% of goods and services originally specified in the Schedule of Requirements without any change in unit price or other terms and conditions of goods at any time during the contract period.
The reasons of rejection of bid will be communicated to all the Suppliers / Contractors if requested.

04.
Notification of Award/Advance Contract:

4.1 
Prior to the expiration of the period of bid validity the purchaser will notify the successful bidder in writing that is bid has been accepted

4.2 
The notification of award will constitute the formation of the contract

4.3 
Upon the successful bidder furnishing the performance security pursuant to Sr.No.1.1 of the instructions and Sr.No.3 of the advance contract, the purchaser will promptly notify each unsuccessful bidder and will discharge its bid security on receipt of bidder’s request

05.
Award of Contract & Contract Agreement

Subject to the fulfillment of all codal formalities the purchaser will award the contract to the successful bidder whose bid has been determined to have qualified to perform the contract satisfactory.

06.
Performance Security:

The successful tenders will have to deposit with the purchaser 5% Security Deposit of the total value in shape of call Deposit / Pay Order.

07.
Criteria for evaluation of bids.
           a.   Quoted prices.

e. Specification compliance/preferred functions

a. After sale service facility (In case of equipment)

b. Operational cost (In case of equipment & Vehicle)

c. Delivery schedule 

d. Authority letter from manufacturer 

e. Earnest money

08.
Fee for Award of Contract:
All the applicable Taxes should be included in the price i. e ( Income Tax,  Sales Tax ). Stamp duty  @ 0.20% of the value of the Contract will be realized/charged . while making payment to the contractors for award of each contract (If applicable).

09.
Undertaking:
09.1
I/we agree whether our tender is accepted for total partial or enhanced quantity for all or any single item. I/we also agree to supply and accept the said item at the rates for the supply of contracted quantity with is in the stipulated period shown in the contract.

09.2   I/we understand and confirm the refund of cost difference if the same goods is/was supplied at lower rates to any other Govt./Semi Govt. institution or Armed Forces in the province or out side in the same fiscal year.

09.3   I/we undertake that , if any of the information submitted in  accordance to this tender enquiry 
          found is incorrect our contract may be cancelled at any stage at cost and risk.

CERTIFICATE

We guarantee to supply the stores exactly in accordance with the requirement in the invitation to this tender.

Signature of Tendered………………

 Rubber Stamp ……………………


Name & Designation………………

Address:…………………………….

Annexure- “ A ” 

Schedule for Invitation Tender for FURNITURE & FIXTURE under ADP Scheme No.1374, “RENOVATION & MODERNIZATION OF ACCIDENT AND EMERGENCY DEPARTMENT & ENT WARD” at Civil Hospital Karachi, Financial year 2009-2010.

	Item #
	             Description / Specifications


	   Qty
	Rates F.O.R Karachi

	
	
	
	Figures
	Words

	1
	Portable Trolley for Emergency Drugs
Constructed from S/S hollow pipe with two shelves of

Stainless steel, two stainless steel drawers under the top shelf. Top shelf provided with wire side guard all around. Mobile on 100 mm dia. rubber castors, w/push handle facility.


	03 Nos.
	
	

	2
	Executive Office Table
Formica top ( Best Quality )

Size 3 x 5 ft. with 3 drawers. 


	01Nos.
	
	

	3
	Executive Office Chairs(Revolving)

	01Nos.
	
	

	4
	Counter Chairs

	08 Nos.
	
	

	5
	Bedside Benches (attendant type 6 feet length x 18" height x 18" width)
Frame made of M.S. hollow square pipe of 1", duly plastic resin coating, top fitted with quality "shish" wood strips in wood polish. Legs provided with longitudinal support bar and plastic rubber pads to avoid scratch.


	45 Nos.
	
	


Note :- 

i )  Sample must be supplied for inspection at the time of opening of Tender.

FURNITURE / FIXTURE Under ADP Scheme No. 1376 namely  “UPGRADATION OF MEDICAL UNIT - I, II, III, DENTAL DEPARTMENT &  SURGICAL UNIT - II " AT CIVIL HOSPITAL KARACHI” DURING THE FINANCIAL YEAR 2009-2010.
Price Rs.500/= ( Non Refundable/Transferable )

TENDER ENQUIRY NO.MS(CHK)/ 2009-10/-   295                              DUE ON . 01-02-2010.
Time of Receipt of Tender………………11:00  a.m. ( In the office of the AMS(Procurement) C.H.K ) 

Time of Opening of Tender ………   …..12:00  noon.    ( In the Board Room CHK )

Offers shall remain open for 90 days from the date of opening. The bidders shall quote their price inclusive of all applicable duties / taxes / transportation etc, and all other expenses on free delivery to consignee’s end at Civil Hospital, Karachi. Price should be quoted in figures & words both failing which the offer will be ignored. The offers are required on F.O.R. basis in Pak Rupee.

	Item #.
	        Description of Stores/Specifications.
	Quantity       Required 
	Amount in F.O.R Figures & Words

	
	SPECIFICATION AND QUANTITY ATTACHED ANNEXURE”A”
	
	


N.B: -
1.
Free installation along with all accessories including labour charges / Demonstration 
at consignee’s end must be confirmed by the bidder.

           2 
Two year free service with spare parts from the date of installation and undertaking    

                      regarding availability of spare parts for 10 years should  be confirmed by the bidders 

3
Sole agent Certificate / Authority letter from the manufacturer must be attached by the 
bidder.

4
The service manual with circuit diagram will be provided with all above mentioned 
items.

5.
The supplier will be bound to train nominated technical personnel to operate and for repair and maintenance of the  supplied equipment.

6.
The supplier will be bound to provide free service during warranty period and to supply spare parts accessories of the supplied equipment on demand.

7.
Joint inspection will be carried out by consignee representative / End User, or other Technical Experts.

8.
Profile of the technical staff and address of the Bio-Medical workshop in Karachi as well as list of hospitals in which the quoted equipments are working must be attached.

9.
Presence of manufacturers engineer and application specialist during commissioning phase is mandatory.

10. 
In case of purchase on C.I.F the bidder will invest the money to open L.C. and bear other Charges, Transportation Charges to CHK etc. etc. Certificate will be issued by this office to clarify that the import has been made for this hospital, so as to avail the facility of exemption of duties / taxes as per Government Rules. 

DELIVERY PERIOD: ……………………………………VALIDITY…………….
01.  
General Conditions & Instructions:

       1.1 The tenders shall be submitted with all documents, drawings, literature & catalogue (for 
             equipment) in sealed envelopes. The envelope must contain tender enquiry No. on the   

             top. The name of manufacturer and the supplier should be affixed on the face of 
             envelope on the left side.

       1.2 Tenders must be filled in with blue or black ink in the columns provided/on separate   

             Letter Head duly signed.
       1.3 The tenders must be free from erasing cutting and over writing. In case of erasing,                            

             cutting and over writing, authorized person should affix his initials.

       1.4 The rates of each item should be written in figures as well as in words. In case of  

             discrepancy the price in words will be taken as authentic and final.

       1.5 Conditional Tenders will be ignored and will not be considered/entertained/accepted.

       1.6 Tender forms shall be accompanied by Earnest Money @ 5% of the value of stores    

             quoted by them inform of call Deposit / pay order.

       1.7 Original purchase receipt must be enclosed with their offer.

       1.8 The tendered rate should be inclusive of all taxes, payable to the Federal or Provincial  

             Govt. and no claims on this account shall be entertained.

      1.9  The bidder shall furnish General sales tax (GST) Registration Certificate of the firm failing  

             which the offer will be ignored. (In case the item is exempted from GST either   

              documentary evidence or certificate from competent authority shall be attached with the 
              offer).

     1.10 The bidder shall furnish copy of  valid professional Tax (Excise & Taxation)Certificate

02.
SPECIAL CONDITIONS:

2.1   Store is required immediately. The tenders may, however, give their short guaranteed  

        delivery period by which the supply will be completed.

     2.2   Bidders are required to specify make , country of origin and furnish detailed technical 
             description literature / catalogue along with their offer.

     2.3   The bidders shall quote their firm and final price both in figures & words on “Free Delivery 
             basis to Consignee”.

     2.4   Choice to select/ignore any alternate offers shall rest with the purchaser.

     2.5   No manufacturer shall authorize their distributor/agent/any firm or person to quote the  

             same item which manufacturer is quoting himself in any tender. Failing that offers of both  

             the manufacturer, as well as other bidder shall be ignored.

     2.6   Bidders shall purchase separate tender documents and furnish purchases receipts for

  each alternate offer in case they want to submit alternate offer for any items. All the bids      

  with alternate offers without separate purchases receipt (Original) are supposed to be 
  rejected.

     2.7  The bidder shall confirm the refund of cost difference if the same good is/was supplied at  

             lower rates to any other Govt./Semi Government institution or Armed Forces in the 
             province or out side in the same fiscal year.

     2.8  The Bid shall comprise a single package containing two separate envelopes. Each  

             envelope shall contain separately  the financial proposal and the technical proposal.

     2.9  The envelopes shall be marked as “FINANCIAL  PROPOSAL” and “TECHNICAL  

        PROPOSAL”  in bold and legible letters to avoid confusion.

             initially, only envelope marked as “TECHNICAL PROPOSAL” shall be opened.

            The envelope marked as “FINANCIAL PROPOSAL”  shall be retained in the custody of    

             the procuring agency without being opened.

03.
 Purchaser’s Right Vary Quantities at time of award.

 The Purchaser reserves the right to increase/decrease or delete the quantities of goods  

 etc at the time of award of contract and also reserves the right to enhance the quantity by   

 15% of goods and services originally specified in the Schedule of Requirements without    

 any change in unit price or other terms and conditions of goods at any time during the  

 contract period.
 The reasons of rejection of bid will be communicated to all the Suppliers / Contractors if   

 requested.
04.
Notification of Award/Advance Contract:

4.1 
 Prior to the expiration of the period of bid validity the purchaser will notify the successful   

            bidder in writing that is bid has been accepted

4.2 
The notification of award will constitute the formation of the contract

4.3      Upon the successful bidder furnishing the performance security pursuant to Sr.No.1.1 of   

           the instructions and Sr.No.3 of the advance contract, the purchaser will promptly notify  

           each unsuccessful bidder and will discharge its bid security on receipt of bidder’s request

05.
Award of Contract & Contract Agreement

Subject to the fulfillment of all codal formalities the purchaser will award the contract to the   

successful bidder whose bid has been determined to have qualified to perform the  

contract satisfactory.

06.
Performance Security:

The successful tenders will have to deposit with the purchaser 5% Security Deposit of the   

total value in shape of call Deposit / Pay Order.

07.
Criteria for evaluation of bids.
           a.   Quoted prices.

f. Specification compliance/preferred functions

a. After sale service facility (In case of equipment)

b. Operational cost (In case of equipment & Vehicle)

c. Delivery schedule 

d. Authority letter from manufacturer 

e. Earnest money

08.
Fee for Award of Contract:
All the applicable Taxes should be included in the price i. e ( Income Tax,  Sales Tax ).   

Stamp duty  @ 0.20% of the value of the Contract will be realized/charged . while making  

payment to the contractors for award of each contract (If applicable).

09.
Undertaking:
09.1
I/we agree whether our tender is accepted for total partial or enhanced quantity for all or   

           any single item. I/we also agree to supply and accept the said item at the rates for the   

           supply of contracted quantity with is in the stipulated period shown in the contract.

09.2    I/we understand and confirm the refund of cost difference if the same goods is/was supplied   

           at lower rates to any other Govt./Semi Govt. institution or Armed Forces in the province or   

           out side in the same fiscal year.

09.3    I/we undertake that , if any of the information submitted in  accordance to this tender enquiry    

           found is incorrect our contract may be cancelled at any stage at cost and risk.

CERTIFICATE

We guarantee to supply the stores exactly in accordance with the requirement in the invitation to this tender.

Signature of Tendered………………

 Rubber Stamp ……………………


Name & Designation………………

Address:…………………………….

Annexure- “ A ”

Schedule for Invitation Tender for Furniture & Fixture Items Under ADP Scheme No. 1376 namely  “UPGRADATION OF MEDICAL UNIT - I, II, III, DENTAL DEPARTMENT &  SURGICAL UNIT - II @ CIVIL HOSPITAL KARACHI”  during the financial year 2009-2010. 

	Item #
	             Description / Specifications


	   Qty
	Rates F.O.R Karachi

	
	
	
	Figures
	Words

	1
	Fowler Beds with railing 3 Cranks, with drip stand and with mattress and over bed table.

Mattress top having full fowler adjustment with the help of screw cranks. 4 sections. Vascular position adjustable by ratchet. Mobile on 4 castors 125mm dia.(two diagonal lockable) fitted on recessed legs. Lying area made from reinforced steel strips, Head / foot panels and bows are easily removable.

Drip stand rod should be 16 gauge S.S.

	60 Nos.
	
	

	2
	Bed side lockers metal

Made of Electrolytic Galvanize sheet 20 gauge , all plastic resin coated body with drawer & cabinet, table top of fiber glass, cabinet provided with half shelf, open bottom rack provided for shoes etc, mobile on 50mm Diameter. castors.


	69 Nos.
	
	

	3
	Benches (attendant type 6 feet length x 18" height x 18" width)

Frame made of M.S. hollow square pipe of 1", duly plastic resin coating, top fitted with quality "shish" wood strips in wood polish. Legs provided with longitudinal support bar and plastic rubber pads to avoid scratch.


	82 Nos.
	
	

	4
	Stretcher trolley with Foam, Drip stand & Cylinder rack

Rubber bumper guards on all sides, mobile on 23 cm dia. rubber castors, removable tarpaulin / Rexene stretched stretcher. Provided with oxygen cylinder holder, utility tray and I.V pole 16 gauge, safety side guards with revolving latch.


	02 Nos.
	
	


	Item #
	             Description / Specifications


	   Qty
	Rates F.O.R Karachi

	
	
	
	Figures
	Words

	5
	Crash Cart  ( Emergency Trolley ) with Accessories

Mobility Trolley mobile on four non-conductive 5”

swivel castors Wrap around Bumper provides 

protection of trolley accessories, wall and users
Full Extension Drawers Offers easy access to the entire contents of the drawers Roller Bearing Slides  With Quick Release Levers I.V. Pole I.V. rod made of stainless steel 16 gauge and height adjustable Drawers four drawers; 3 of same size while 1 larger, having Central Locking System Stainless Steel Top Provided with side guards and pull handles Over Head Shelf  Used for monitors & other equipments Oxygen Cylinder Holder Positioned at rear side of the Trolley Body  Epoxy Powder coated in texture finish Size  26” W x 28” D x 57” H 


	05 Nos.
	
	

	6


	ICU Drug Dispensing Trolley

Constructed from S/S hollow pipe 16 gauge with two shelves of stainless steel, two stainless steel drawers under the top shelf. Top shelf provided with wire side guard all around. Mobile on 100 mm dia. rubber castors, w/push handle facility.

	02 Nos.
	
	

	7


	Linen Trolley 

Wire meshed base, frame made of 25 mm dia. hollow pipe, all plastic resin coated. Mobile on 125 mm dia. heavy duty castors. Size 60 x 60 cm. Complete with one polyester bag having zip buttons.

	03 Nos.
	
	

	8


	Mopping Trolley

Constructed from M.S. hollow pipe frame, all plastic resin coated with S/S base tray, polyester bag for waste & utility basket of wire mesh fitted under the push handle. One plastic tub for water rinse, mobile on dia. 125 mm rubber castors, complete with manual mop press.

	03 Nos.
	
	

	9
	Oxygen Cylinder Trolley

For 2000 lbs cylinders. Mobile on 23 cm Dia. Castors.

	02 Nos.
	
	


	Item #
	             Description / Specifications


	   Qty
	Rates F.O.R Karachi

	
	
	
	Figures
	Words

	10


	Steel Shelves system for store

Constructed from M.S. hollow pipe and sheet, fully plastic resin coated in & out, U.V resistant, two lockable outer doors provided with four shelves inside. One inner security locker with separate lock & key for dangerous drugs. Standing on adjustable legs.


	01 No.
	
	

	11


	Steel Almirah 
Size 6’ x 44” x 18” Gauge 20 (0.8) With four (4) Shelves. 

	02 Nos.
	
	

	12


	Filling Cabinets

size 53” x 18” Gauge 20 (0.8) Combination Single Lock china.

	07 Nos.
	
	

	   13


	Wooden Arm Chairs with Foam Cushion

Seat & Back. 
	45 Nos.
	
	

	   14


	Office Revolving Chairs (Executive)
	02 Nos.
	
	

	   15


	Office Table 

Glass Top 8mm ( Tempered Glass )

Size 2 ½ x 4 ft. with drawers. 

( As per sample )
	01 No.
	
	

	   16
	Office Table 

Glass Top 8mm ( Tempered Glass )

Size 2 ½ x 3 ft. with drawers. 

( As per sample )
	05 Nos.
	
	

	   17


	Chairs for visiting patients

Steel frame with plastic rubber pads to avoid scratch with seat & back plastic in one piece

( Best Quality ) ( As per sample )

	25 Nos.
	
	


Note :- 

i )  Sample must be supplied for inspection at the time of opening of Tender.
FURNITURE / FIXTURE Under ADP Scheme No.1377, “ UPGRADATION OF SURGICAL UNIT - I & SURGICAL UNIT – IV ” @ CIVIL HOSPITAL KARACHI
 DURING THE FINANCIAL YEAR 2009-2010. 

Price Rs.500/= ( Non Refundable/Transferable )

TENDER ENQUIRY NO.MS(CHK)/ 2009-10/-  295                              DUE ON 01-02-2010.
Time of Receipt of Tender……………11:00  a.m. (In the office of the AMS(Procurement) C.H.K ) 

Time of Opening of Tender ………….12:00  noon. ( In the Board Room CHK )

Offers shall remain open for 90 days from the date of opening. The bidders shall quote their price inclusive of all applicable duties / taxes / transportation etc, and all other expenses on free delivery to consignee’s end at Civil Hospital, Karachi. Price should be quoted in figures & words both failing which the offer will be ignored. The offers are required on F.O.R. basis in Pak Rupee.
	Item #.
	        Description of Stores/Specifications.
	Quantity       Required 
	Amount in F.O.R Figures & Words

	
	SPECIFICATION AND QUANTITY ATTACHED ANNEXURE”A”
	
	


N.B: -

1
Free installation along with all accessories including labour charges / Demonstration at consignee’s end must be confirmed by the bidder.


2.
Two year free service with spare parts from the date of installation and undertaking regarding availability of spare parts for 10 years should  be confirmed by the bidders 


3.
Sole agent Certificate / Authority letter from the manufacturer must be attached by the bidder.


4.
The service manual with circuit diagram will be provided with all above mentioned items.


5.
The supplier will be bound to train nominated technical personnel to operate and for repair and maintenance of the  supplied equipment.


6.
The supplier will be bound to provide free service during warranty period and to supply spare parts accessories of the supplied equipment on demand.


7.
Joint inspection will be carried out by consignee representative / End User, or other Technical Experts.


8.
Profile of the technical staff and address of the Bio-Medical workshop in Karachi as well as list of hospitals in which the quoted equipments are working must be attached.


9.
Presence of manufacturers engineer and application specialist during commissioning phase is mandatory.


10.
In case of purchase on C.I.F the bidder will invest the money to open L.C. and bear other Charges, Transportation Charges to CHK etc. etc. Certificate will be issued by this office to clarify that the import has been made for this hospital, so as to avail the facility of exemption of duties / taxes as per Government Rules. 

DELIVERY PERIOD: ……………………………………VALIDITY…………….

01.  
General Conditions & Instructions:

1.1    The tenders shall be submitted with all documents, drawings, literature & catalogue (for  

         equipment) in sealed envelopes. The envelope must contain tender enquiry No. on the top. 
         The name of manufacturer and the supplier should be affixed on the face of envelope on the 
          left side.
1.2    Tenders must be filled in with blue or black ink in the columns provided/on separate Letter 
         Head duly signed.

1.3    The tenders must be free from erasing cutting and over writing. In case of erasing, cutting and   

         over writing, authorized person should affix his initials.

1.4    The rates of each item should be written in figures as well as in words. In case of discrepancy 
         the price in words will be taken as authentic and final.

1.5    Conditional Tenders will be ignored and will not be considered/entertained/accepted.

1.6    Tender forms shall be accompanied by Earnest Money @ 5% of the value of stores quoted by 
         them in form of call Deposit / pay order.

1.7    Original purchase receipt must be enclosed with their offer.

1.8    The tendered rate should be inclusive of all taxes, payable to the Federal or Provincial Govt. 
         and no claims on this account shall be entertained.

1.9   The bidder shall furnish General sales tax (GST) Registration Certificate of the firm failing     

         which the offer will be ignored. (In case the item is exempted from GST either documentary 
         evidence or certificate from competent authority shall be attached with the offer).

1.10  The bidder shall furnish copy of  valid professional Tax (Excise & Taxation)Certificate

02.  SPECIAL CONDITIONS:

2.1   Store is required immediately. The tenders may, however, give their short guaranteed delivery  

        period by which the supply will be completed.

2.2.  Bidders are required to specify make , country of origin and furnish detailed technical   

        description literature / catalogue along with their offer.

2.3   The bidders shall quote their firm and final price both in figures & words on “Free Delivery 
        Basis to Consignee”.

2.4   Choice to select/ignore any alternate offers shall rest with the purchaser.

2.5   No manufacturer shall authorize their distributor/agent/any firm or person to quote the same 
        item which manufacturer is quoting himself in any tender. Failing that offers of both the  

        manufacturer, as well as other bidder shall be ignored.
2.6   Bidders shall purchase separate tender documents and furnish purchases receipts for each   

        alternate offer in case they want to submit alternate offer for any items. All the bids with  

        alternate offers without separate purchases receipt (Original) are supposed to be rejected.

2.7   The bidder shall confirm the refund of cost difference if the same good is/was supplied at lower 
        rates to any other Govt./Semi Government institution or Armed Forces in the province or out 
        side in the same fiscal year.

2.8   The Bid shall comprise a single package containing two separate envelopes. Each envelope 
        shall contain separately  the financial proposal and the technical proposal.

 2.9 The envelopes shall be marked as “FINANCIAL  PROPOSAL” and “TECHNICAL  

        PROPOSAL” in bold and legible letters to avoid confusion.

2.10 Initially, only envelope marked as “TECHNICAL PROPOSAL” shall be opened.

2.11 The envelope marked as “FINANCIAL PROPOSAL”  shall be retained in the custody of the 

        procuring agency without being opened.

03.
Purchaser’s Right Vary Quantities at time of award.

       The Purchaser reserves the right to increase/decrease or delete the quantities of goods etc at   

       the time of award of contract and also reserves the right to enhance the quantity by 15% of   

       goods and services originally specified in the Schedule of Requirements without any change in 
       unit price or other terms and conditions of goods at any time during the contract period.
       The reasons of rejection of bid will be communicated to all the Suppliers / Contractors if   

       requested.

04.
Notification of Award/Advance Contract:

4.1  Prior to the expiration of the period of bid validity the purchaser will notify the successful bidder in writing that is bid has been accepted

4.2     The notification of award will constitute the formation of the contract.
4.3    Upon the successful bidder furnishing the performance security pursuant to Sr.No.1.1 of the instructions and Sr.No.3 of the advance contract, the purchaser will promptly notify each unsuccessful bidder and will discharge its bid security on receipt of bidder’s request

05.
Award of Contract & Contract Agreement

Subject to the fulfillment of all codal formalities the purchaser will award the contract to the successful bidder whose bid has been determined to have qualified to perform the contract satisfactory.

06.
Performance Security:

The successful tenders will have to deposit with the purchaser 5% Security Deposit of the total value in shape of call Deposit / Pay Order.

07.
Criteria for evaluation of bids.
           a.   Quoted prices.

g. Specification compliance/preferred functions

a. After sale service facility (In case of equipment)

b. Operational cost (In case of equipment & Vehicle)

c. Delivery schedule 

d. Authority letter from manufacturer 

e. Earnest money

08.
Fee for Award of Contract:
All the applicable Taxes should be included in the price i. e ( Income Tax,  Sales Tax ). Stamp duty  @ 0.20% of the value of the Contract will be realized/charged . while making payment to the contractors for award of each contract (If applicable).

09.
Undertaking:
09.1
I/we agree whether our tender is accepted for total partial or enhanced quantity for all or any single item. I/we also agree to supply and accept the said item at the rates for the supply of contracted quantity with is in the stipulated period shown in the contract.

09.2   I/we understand and confirm the refund of cost difference if the same goods is/was supplied at lower rates to any other Govt./Semi Govt. institution or Armed Forces in the province or out side in the same fiscal year.

09.3   I/we undertake that , if any of the information submitted in  accordance to this tender enquiry 
          found is incorrect our contract may be cancelled at any stage at cost and risk.

CERTIFICATE

We guarantee to supply the stores exactly in accordance with the requirement in the invitation to this tender.

Signature of Tendered………………

 Rubber Stamp ……………………


Name & Designation………………

Address:…………………………….

Annexure- “ A ” 

Schedule for Invitation Tender for FURNITURE & FIXTURE items under ADP Scheme No.1377, “UPGRADATION OF SURGICAL UNIT - I & SURGICAL UNIT - IV” 
at Civil Hospital Karachi, during the  financial year 2009-2010.

	Item #
	             Description / Specifications


	   Qty
	Rates F.O.R Karachi

	
	
	
	Figures
	Words

	1
	Steel Almirah with foam interior for Endoscope with scope & accessories  hangers.   Size 4 ft. x 7 ft

( As per Sample )
	01 No.
	
	

	2
	Screens with curtains

Frame in three parts constructed from fully plastic coated M.S. hollow tubular pipe 1" dia. All frames fixed together with ABS universal joints for easy movement of each part. Curtains fitted with spring loaded rods, mobile on six, castors of 75 mm dia., curtain of wash and wear polyester cloth in Green Color.


	06 Nos.
	
	

	3
	Examination Couch

Body frame made up of hollow pipe 16 gauge fully plastic resin coated Couch upholstered with foam and high quality Rexene covering Backrest with friction clutch lever, stationary type.


	05 Nos.
	
	

	4
	Filing Cabinets 4 Drawers 

size 53” x 18” Gauge 20 (0.8) Combination Single Lock china.

	05 Nos.
	
	

	5
	Fowler Beds with railing 3 Cranks, with drip stand and with mattress and over bed table.

Mattress top having full fowler adjustment with the help of screw cranks. 4 sections. Vascular position adjustable by ratchet. Mobile on 4 castors 125mm dia.(two diagonal lockable) fitted on recessed legs. Lying area made from reinforced steel strips, Head / foot panels and bows are easily removable, 
 Drip stand rod should be 16 gauge S.S..


	90 Nos.
	
	

	6


	Drip stands

Heavy weight base on 50 mm dia. castors, plastic coated base and column with telescopic adjustment of I.V rod, 2 port I.V rod of S/S wire dia. 5mm.


	10 Nos.
	
	

	Item #
	             Description / Specifications


	   Qty
	Rates F.O.R Karachi

	
	
	
	Figures
	Words

	7
	Benches (attendant type 6 feet length x 18" height x 18" width)
Frame made of M.S. hollow square pipe of 1", duly plastic resin coating, top fitted with quality "shish" wood strips in wood polish. Legs provided with longitudinal support bar and plastic rubber pads to avoid scratch.


	90 Nos.
	
	

	8
	Bed side lockers metal

Made of Electrolytic Galvanize sheet 20 gauge , all plastic resin coated body with drawer & cabinet, table top of fiber glass, cabinet provided with half shelf, open bottom rack provided for shoes etc, mobile on 50mm Diameter. castors.


	90 Nos.
	
	

	9
	Dressing trolley with base stand (16x24).

Constructed from S/S hollow pipe with two shelves of

stainless steel, two stainless steel drawers under the top shelf. S/S bucket and bowl with holders, mobile on 100 mm dia. rubber castors, push handle for easy movement.


	04 Nos.
	
	

	  10


	Stretcher trolley with Foam,  Drip stand & Cylinder rack

Rubber bumper guards on all sides, mobile on 23 cm dia. rubber castors, removable tarpaulin / Rexene stretched stretcher. Provided with oxygen cylinder holder, utility tray and I.V pole 16 gauge, safety side guards with revolving latch.


	02 Nos.
	
	

	11
	Wheel chairs heavy duty

Sturdily constructed folding frame work, durable Rexene seat & back with stretch resistant liner. Main wheel with push facility of dia. 50 cm with hard tyres. Upholstered arm rest & 200mm dia. front castors, fixed aluminum foot steps.
	02 Nos.
	
	

	12


	Crash Cart  ( Emergency Trolley ) with Accessories

Mobility Trolley mobile on four non-conductive 5”

swivel castors Wrap around Bumper provides 

protection of trolley accessories, wall and users
Full Extension Drawers Offers easy access to the entire contents of the drawers Roller Bearing Slides  With Quick Release Levers I.V. Pole I.V. rod made of

	01 No.
	
	


	Item #
	             Description / Specifications


	   Qty
	Rates F.O.R Karachi

	
	
	
	Figures
	Words

	
	stainless steel and height adjustable Drawers Four drawers; 3 of same size while 1 larger, having Central Locking System Stainless Steel Top Provided with side guards and pull handles Over Head Shelf  Used for monitors & other equipments Oxygen Cylinder Holder Positioned at rear side of the Trolley Body  Epoxy Powder coated in texture finish Size  26” W x 28” D x 57” H 


	
	
	

	13
	Chair Wooden with foam seats and back


	80 Nos.
	
	

	14
	Steel Almirah 4 x 6 feet

Size 6’ x 44” x 18” Gauge 20 (0.8) With four (4) Shelves 

	01 No.
	
	

	15
	Office Table small 

Formica top ( Best Quality )

Size 2 ½ x 4 ft. with 3 drawers. 


	04 Nos.
	
	

	16
	Locker metal for RMO’s & House Officers room 5 + 5 drawers with double locks.

( Best Quality, as per sample )


	02 Nos.
	
	


Note :- 

i )  Sample must be supplied for inspection at the time of opening of Tender.

