TENDER FOR THE PURCHASE OF MACHINERY & EQUIPMENT

FOR THE FINANCIAL YEAR 2006-2007 IN RESPECT OF CHANDKA MEDICAL COLLEGE LARKANA
	S.NO
	NAME OF ITEMS
	RATE PER UNIT

	1
	Automatic Haematology Analyzer  KX-21 (Japan)
	Rs.

	2
	Chemistry Analyzer Micro Lab – 300
	Rs.

	3
	Computerized Electric Balance 
	Rs.

	4
	Microscope with Camera Attachment (Nikon)
	Rs.

	5
	Microtome  (Blade Disposable)
	Rs.

	6
	Staining Trays (For Slide Staining)
	Rs.

	7
	Tripoid Stands
	Rs.

	8
	Hot Bath
	Rs.

	9
	Multihead Microscope
	Rs.

	10
	Electronic Balance
	Rs.

	11
	Weight & Height Machine
	Rs.

	12
	ECG Machine 
Model Burdik-EK-10 (USA) 3 Channel / Single Channel OR Fakuda Japan
	Rs.

	13
	Fundoscope  Model HEINE Germany
	Rs.

	14
	BIPAP Non-invasive Ventilator Model Specifications / Brochures Already submitted by Chest Department 
	Rs.

	15
	Spirometer / Ventilograph Model Specifications / Brochures Already submitted by Chest Department 
	Rs.

	16
	Besides Monitor with Pulse Oximeter Model Fakuka Japan
	Rs.

	17
	Abrahams Plural Biopsy Needle  
	Rs.

	18
	Flexible Fiber Optic Bronchoscope  
	Rs.

	19
	NIBP Monitor
	Rs.

	20
	Vitrectomy with All Accessories 
	Rs.

	21
	Lithoclast Base 230 V  FT-076 W1 Master Handpiece
	Rs.

	22
	Sonographic Printer Sony Model – 897 (Famio – 5 with Convex Probe Toshiba) 
	Rs.

	23
	Servo Motor Stabilizer
	Rs.

	24
	Trolley for Ultrasound Machine 
	Rs.

	25
	                     Including 

2 MASTER – Handpiece 

1 Silicon Tube with Connectors 

2 Sealing Caps for Quick Connector 

1 Bag with Silicon Probe Guides 

1 MASTER – Handpiece Screw Caps for 00.8–2.0 mm Probes

1 Aluminum Transportation & Storage Case 

LITHOCLATS PROBE 

LITHOCLATS Probe 00.8 mm (2.4 Fr) 

LITHOCLATS Probe 01.0 mm (3.0 Fr) 

LITHOCLATS Probe 01.6 mm (4.8 Fr) 

LITHOCLATS Probe 02.0 mm (6.0 Fr) 

LITHOCLATS Probe 03.0 mm (9.6 Fr) 

LITHOVAC MASTER Suction System FR-038 

Including Suction Probes

Suction Tube 10.5 FR. 348 mm  
EL-111
. 

3-Suction Tube 4.8 FR. 560 mm  
EL-112
 

Cap for Lithoclast Standard 

EL-114
 

Probe DIAM 0.8 x 668 mm 

EL-080


                                    Cleaning Brush (DIAM 3.5 mm) 
DT-031



	Rs.
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	JUNIOR COMPRESSOR 

RESECTOSCOPE SET  

         a). Resectoscope Sheath. Size 26 Fr

         b). Working Elements

A).
Resectoscope Sheath. Size 26 Fr

                                    Resectoscope Sheath Including

Connecting tubes for in – and outflow 2 LUER – lock adaptors, 26 Fr., Oblique beak, inner tube with     

ceramic insulation, for use with working elements 27040. 

C/E and C/D E/NE. 

Color Code : Yellow 

                                    Inner Tube with ceramic insulation

For use with resectoscope sheaths 

SD/SL, 26 Fr.

Standard Obturator for use with resectoscope sheath, 

SD/SL, 26 Fr.

                                    Color Code : Yellow

Deflection Obtutrator for use with resectoscope sheaths 



SD/SL, 26 Fr.



Color Code : Yellow 

B). 
Working Elements  



Special Features : 



One-stem electrodes with stabilizer High frequency cord quick connection. Motion by means of a spring. 

                       The thumb support is movable. In rest position the electrode is inside the sheath. Working                     

                        Elements, Set Consisting of : 



1 Working Element (also for use with optical urtherotome).


                        2 Cutting Loops

                        2 Coagulating Electrodes

                        2 High Frequency Cords

                                    1 Protection Tube Sheaths
	Rs.
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	1. PAEDS RIGID SIGMIDOSCOPY SET  

                       i. HEINKEL Sigmoidoscope Tube, with obtutrator O.D 18 mm, working length 25 cm.  

                       ii.  Illumination Head Unit, for retoscopes with fiber, Optic light transmission, LUER-Lock hub for 



    Rubberinsufflation bulb and fenestrated glass window plug. 

                       iii. Rubber insufflation bulb, with Luer-Lock

                        iv. Adjustable Magnifier with prismatic system and Channel for introduction of Instruments under air inflation. 

                        v. Click line rotation Biopsy Forceps, with connector pin for unipolar coagulation, size 05 mm, length 36 cm,     

                             with small spoon-shaped jaws 2.5 mm, single action jaws.

     Consisting of : 

     Insulated Handle, without ratchet, Outer Tube, Insulated Insert.

                        vi. Click Line rotating Biopsy Forceps, with connector pin for unipolar coagulation, size 05 cm, length 36 cm, 



     with medium spoon-shaped jaws 3.0 mm, single action jaws. 

    Consisting of : 

    Insulated Handle, without ratchet, Outer Tube, Insulated Insert.

                      vii. Click Line Biopsy Punch Forceps, rotating with connector pin for unipolar coagulation, size 05 cm, length 36 cm, 

                            through-cutting single action jaws. 

   Consisting of : 

   Plastic Handle, without ratchet, Outer Tube, Insulated Pouch Forceps Insert.

                       viii. Monopolar High Frequency Cord with 4 mm, Plug for HF-unit, models Erb type T, order models, Length 300cm. 

                       ix. Pick 900, 16 cm, 4.0 mm.

                      x. Rectal Snare, insulated for coagulation working length 40 cm.

                      xi. Polyp Grasping Forceps, to be used with rectal snare.

                      xii. Rectal Snare, insulated for coagulation self opening wire.

                       xiii. Snare Wires (Pocket of 25)

                       xiv. Cold Light Fountain HALOGEN 150, Power Supply 100/120/240/VAC, 50/60 Hz, Including 400 A Mains Cord.

                        xv. Fiber Optic Light Cable, Size 3.5 mm, Length 180 cm. 


	Rs.
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	2.

PAEDIATRICS RIGID ESOPHAGOSCOPE  

a.

Esophagoscope Tube, Length 30 cm, size 6
 



b.

Esophagoscope Tube, Length 30 cm, size 4
 



c.

Esophagoscope Tube, Length 20 cm, size 3.5 


d. 

Prismatic Light Deflector, Autoclavable, with Connection for fiber optic light cable.

e. 

Adjustable Magnifier, Swing-away type, with Ring adaption, autoclavable. 

f.

Rubber Telescope Guide for use with telescopes. 

 

g.

Or Optic Forceps HOPKINS Straight Forwarded Telescopes 0, Diameter 2.9mm, working length 36cm, autoclavable 



Fiber Optic light transmission incorporated. Color Code : Green. 

h.

Optic Alligator Forceps for Paediatric Broncho-Esophagoscopes for use with above telescopes forced controlled  

                        handle for removal hard foreign bodies. 

i.

Optical Forceps for Padiatric Broncho-Esophagoscopes with KILLIAN bean jaws for use with telescope forced 

                        controlled handle for removal of peanuts and soft foreign bodies. 

j.

Optical Forceps for use with telescope Universal, biopsy grasping. 

k.

Cold Light Fountain HALOGEN 150, Power Supply 100/120/230/240 VAC 50/60 Hz including Mains Cord. 

l.

Fiber Optic Light Cable, Size 3.5 mm. Length 180 cm. 
 

m.

Rigid Suction Tube, working length 3.5 cm.


 

n.

Hook 900, for bronchoscope, formobilisation of Foreign Bodies, with handle, working length 35 cm. 

o.

Spare Lamp






 

p.

JACKSON Bougie, working Length 57 cm, 10 Fr (3.3 mm). 

q.

JACKSON Bougie, working Length 57 cm, 12 Fr (4 mm).


r.

JACKSON Bougie, working Length 57 cm, 14 Fr (4.7 mm).


	Rs.
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	Hydraulic Universal Head – End Control 

Operation Table 

Model No. ST – 08

Features : 

· Special designed for multi-purpose operation and head-end control system. 

· Table top elevation are controlled by hydraulic system. 

· Table top including 5 sections: Head, back, seat, leg sections 3600 table      

            top rotations. 

· The table base and top frame are covered with stainless steel # 304. 

· The side rails for accessories stand, is made by stainless steel # 304. 

· Accessories and clamps are made by stain less steel # 304. 

· The head-rest can be extended be replaced with U-shaped head rest.
SPECIFICATIONS:

Length of Table Top

: 190 CM 

Width of Table Top

: 50CM

Table Top Elevation

: 71-100 CM

Lateral Tilt Left/Right

: 25/25 Deg.

Trendelenburg/Reverse
: 20/25 Deg.

Back Section Up/Down
: +70/0 Deg.

Head Section Up/Down
: +30/-90 Deg.

Leg Section Up/Down

: +20/-90 Deg.

Standard Accessories: 

Screen Frame (TAC-01)

1 Set 

Shoulder Supporter (T AC-10)
1 Pair

Body Support (TAC-11)

1 Pair

Arm Rest (TAC-14)


1 Pair

Knee Crutches (TAC-13)

1 Pair

Kidney Elevator (TAC-30)

1 Set 

(Sturdy / Taiwan) 


	Rs.
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	Ceiling Mounted O.T Light 

Model: SLE-303C 

SPECIFICATION

Lamp head dimension



: ø 740mm + ø 740mm

Reflector dimension



: ø 205 mm x 3+ ø 205 mm x 3

Light Intensity at 1M. Distance

: 0 ~ 35,000 x 3 LUX + 0~35,000 x 3 LUX

Color temperature



: Approx. 4,0000 K

(Sturdy/Taiwan)
	Rs.
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	Pulse Oximeter wave from type

Model : OXCYON

Features : 

· Multi positioning pulse oximeter. 

· Accurate during motion and low perfusion. 

· Screen rotation provides up right display for vertical or horizontal monitor positioning. 

· SpO2. pulse rate, alarm, plethympgraphic wave forms display and up to 72 hours of patient                                                 trends. 

· RS-232 output (printer pr communication) Monitors adult, pediatrics and neonates. 

· ESU (electro surgical unit) noise protection. 

· Nellcor compatible probe. 

Specification: 

Measurement range Pulse rate 


: 25 to 250 bpm


% SpO2 




: 0 to 100%

Perfusion 




: 0.1 to 20%

Saturation Accuracy: 

Without motion adult 



: 70% to 100% +/- 2 digits

Neonates 




: 70% to 100% +/- 3 digits
 

With motion Adult 



: 70% to 100% +/- 3 digits

Neonates 




: 70% to 100% +/- 4 digits

Pulse Rate Accuracy

Without motion 



: 25 to 250 bpm +/- 3 digits
With motion  




: 25 to 250 bpm +/- digits

(Infinium Medical/USA)
	Rs.
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	Infusion Pump 

MEDIFUSION MP-1000 

Specification: 

Pumping System 


: Peristaltic Semi-transit finger 

Flow rate range 


: 0.1 to 99.9ml/h ( in 0.1 ml/h increments)






  100ml/h to 999ml /h( in 1 m/h increments)

Accuracy 



: 5% with assigned IV set

Volume delivered 


: 0.1 to 9,999ml

Purge Flow Rate 


: 700 ml/h ( or selectable)

Volume limit range 


: 0.1 to 9,999 ml

Alarm & Indicator


: Air in line, Infusion complete, Occlusion 

(up/Down), Empty container, Low battery, door open, other device malfunctions.

Function  



: Keep-Vein - open 

  Drop sensor 

  Tubing clamp mechanism 

Board range of delivery rate settings Volume    memorize function Selectable one shot purge 

Easy replacement of battery and convenient battery    indicator 

Free drop protection finger. 

User selectable strip (IV set, sound, occlusion, etc.) 

Power requirement 


 : AC 100 to 240V, 50/60Hz, External 12V DC"

Power consumption


 : less than 30V A


Classification



: Class I, Type BF, IPX 1 

Accessories 



: AC Power, IV Sets, Operation Guide 

( DAIWHA/Korea)


	Rs.
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	Syringe Pump 

Model: 51 

Specification: 

Flow rate range 

: 0.1 - 2000 ml/h for 50ml syringe. 400 ml/h for 5 ml syringe,

programmable by 

: 0.1 ml/h.

Time of infusion 

: 1 min -100 hours

Bolus rate 


: Up to 2000ml/h for 50ml syringe.





  Up to 400ml/h for 5 ml syringe.

Programmable


: 1 ml increments

Volume/dose and rates/time-programmable.

KVO-keep vein open

: 0-2 ml/h
Flow rate accuracy

: 2%, according to EN 60601 -1- 24.
Syringe range


: 5-50/60 ml.
Occlusion pressure

: 5 levels, 0.2 -1.2 bar.
Automatic reduction of residual bolus after occlusion release.
Modes of operation
: ml/h, 
volume over time.     

                                                    ng, µg,mg,µU,mU,U,kU,nmol,µml,mmol,mol/kg/min, hour, 24th
Intermittent infusion. 

Profile -24 . 

intermittent infusion. 

Automatic syringe fixation. 

Automatic and manual bolus. 

Programmed parameters protected by password. 

Alarm volume regulation and choice of type of sound. 

Possibility of creation and recording up to 100 own programs. 

Night mode. 

Simple connection /disconnection to docking station (during infusion) 

Alarms 

· No mains.
· Low battery.
· Discharged battery. 

· 5 min to the end of infusion. 

· End of infusion. 

· 5 min to the end of syringe

· Empty syringe

· Increase of pressure
· Occlusion.
· Line disconnected (rapid pressure drop)
· No syringe/incorrect syringe.
· Pause/end of pause in infusion. 

· Internal malfunction.
· 1000 records of operation activities or alarm with date and time of event.

(Medima/Poland)
	Rs.
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	Surgical Diathermy 

Model: DT-400P
· 400W Mono polar and Bipolar Surgical Diathermy 

· Multi purpose Elector surgical unit for use in General Surgery, Gynecology, dermatology, plastic surgery, Endoscopy , Vascular surgery, Heart/Thoracic Surgery, ORL/ENT, Oral Surgery, Pediatric Surgery, MIS(Minimally Invasive Surgery), Neuro surgery, Orthopedics, Urology, Trans Urethral Resection (T.U.R). 

· Automatic regulation of cutting quality.

· Automatic power regulation. 

· Fixed reproducible cutting quality. 

· Spray coagulation maximum 80 W. 

· Contact coagulation maximum 100W. 

· Four modes of mono polar cutting. 

· Two modes of mono polar coagulation. 

· Mono polar cut 400 W. 

· Mono polar nominal HF out put 400W.

· Mono polar coagulation 100W.

· Bi-polar coagulation 99W.
· System have self test diagnostic mode to display any error message.
(Daiwha/Korea)
	Rs.
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	Anesthesia Machine

Model ADS II

SPECIFICATION 

· Storage back bar selectace type, allows for the fitting of two vaporizer. 

· 02 priority flow meter block ( 02, N20) with ORC hypoxic guard system. 

· Swivel fresh gas outlet. 

· 02 failure warning device, audible & visual ( auto rest). 

· Monitoring shelf with 4 electrical sockets 

· Stainless steel work surface. 

· Pivoting writing table. 

· 3 x drawer units. 

· Swivel absorber mounting brackets (OD=25mm) 

· 2 x cylinder Pin index/NIST fittings (1 x 02 x 1 x N20) 

· 4 anti static wheels with breaker. 

· Soft bumpers. 

· “V” socket monitoring point. 

· Auxiliary 02 outlet. 

· Mounting capability for 2 standing cylinder.

· C02 Absorber. 

Vaporizers 

Selectatec Interlock Type, Flow and Temperature Controlled 

· Halothane 

 

(Infinium Medical/USA)
	Rs.
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	Anesthesia Ventilator 

Model Orion 

Specification:

Inspiration time 




: 0.25-3.0 sec

Expiratory time 




: 0.5-6.0 sec

Flow rate 





: 0.1-1.0 L/sec

Adjustable pressure relief Control 


: 20-80 cm H20

I:E Ratio                                                                         : derived from inspiratory & Expiratory time

Set tidal volume 




: Adult: 25-1600ml








: Paediatric: 25-300ml

Driving Gas 





: Oxygen





Supply pressure




: 45-100PSI  

Airway pressure Gauge



: -20-100cm H20 range



(OES/UK)

	Rs.
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	Mobile Jamer 
	Rs.
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