TECHNICAL EVALUATION REPORT.
PART –A

1. PHOTOMETER / SPECTROPHOTOMETER.
	SEPA
	SPECIFICATIONS 
	M/s ORION
	M/s MERCK
	M/s BDE 
DR-2800-01
	M/s TECH. LINK
	COST
	REMARKS

	1.Wavelength
	12 filter in array- technique with refer Beam: 340,410,445,500,525,550,565,605,
620,665,690,820, nm±(2nm, half band width 10 nm).
	340-950nm+/-2.5nm near 525 nm spectral slit width 20nm
	340 to 820 nm
	340-900nm+/-1.5nm ware length accurate spectral bond width 5nm
	Not offer.
	
	

	2. Photometric reproducibility
	0.001 A at 1.000 A
	Not given
	Match specification
	Not given
	Not offer
	
	

	3. Photometric resolution
	0.001 A
	Not given 
	Match specification 
	Not given 
	Not offer
	
	

	4.Types of determination
	Absorbance, concentration, transmission
	Not given 
	Match specification 
	Not given 
	 Not offer
	
	

	5.Measure range of absorbance
	-0.300 a bis 3.2300 A.
	Not given 
	Match specification 
	Not given 
	Not offer
	
	

	6. Lamp
	Tungsten halogen lamp preset no warm up time 2Sec
	Not given 
	Match specification 
	Not given 
	Not offer
	
	

	7. Method-update
	Via Internet
	Not given 
	Match specification 
	Not given 
	Not offer
	
	

	8. Date/time
	Real time clock integrated in the photometer
	Not given 
	Match specification 
	Not given 
	 Not offer
	
	

	9. Cell compartment 
	10,20,50,mm curettes and 16 mm cells
	Not given 
	Match specification 
	Not given 
	 Not offer
	
	

	10. Test recognition
	Auto select function (bar code reading system) Automatic cell recognition.
	Not given 
	Match specification 
	Yes with TNT plus viols.
	 Not offer
	
	

	11. AQA
	3 quality control modes
	Not given 
	Match specification 
	Not given 
	 Not offer
	
	

	12. Turbidity correction 
	Simultaneous multi waves length measurement to correct turbidity.
	Not given 
	Match specification 
	Not given 
	 Not offer 
	
	

	13.Interface
	RS 232 C serial interface for printer & computer
	Not given 
	Match specification
	Not given 
	 Not offer
	
	

	14. Storage capacity 
	Up to 1000 results
	Not given 
	Match specification 
	Not given 
	Not offer
	
	

	15.Special functions 
	50 free programmable methods
	Not given 
	Match specification

	>240 preprogrammed water analysis-
	 Not offer
	
	

	16. Power supply
	110,130 V, 60 HZ,210-250V,50HZ
	110/115 V,50/60Hz 220/2401,50/60Hz
	100-240V 50-60 Hz
	100-240Hz47-63Hz
	-
	
	


2.
TDS METER (BENCH TOP/ PORTABLE)
     (For Conductivity /TDS/ salinity test)
	
	
	SPECIFICTION
	M/s ORION
	M/s MERCK
	M/s BDE
	M/s TECH.LINK
	COST
	REMARKS

	Parameters
	
	Conductivity/tds/Temperature/Salinity
	Not offer
	Match specification
	Portable

Sension-5
	Bench top

Sension
	Not offer
	
	

	1.Conductivity
	Range
	0 to 5000.0 m S/cm OR 0-2000us/cm
	Not offer 
	Match specification
	0-199.9m s/cm    
	0-199.9m s/cm  
	Not offer
	
	

	
	Resolution
	0.05% Full scale        OR 0.1 us/cm
	Not offer
	 Match specification
	 0.01,0.1,1 u S/cm,0.01,0.1m s/cm 
	0.01,0.1,1 u s/cm 0.01,0.1m s/cm
	Not offer 
	
	

	
	Accuracy
	± 1% Full scale +1LSD
	Not offer
	 Match specification
	+/-0.5 of range
	-0.5%  
	Not offer
	
	

	2.TDS
	Range
	0 to 500 ppt              OR 0-50000 ppm
	Not offer
	 Match specification
	0-50,000mg/L
0.1,1mg/L
	S0-50,000mg/L
	Not offer
	
	

	
	Resolution 
	0.05% Full scale       OR 0.1 ppm
	Not offer
	 Match specification
	0.01,0.1g/L
	Not GIVEN
	Not offer
	
	

	
	Accuracy
	± 1% Full scale +1LSD
	Not offer
	 Match specification
	  ± 0.5 %
	± 0.5 %
	Not offer
	
	

	
	TDS Factor 
	0.40 to 1.00
	Not offer
	 Match specification
	     0.5 
	   0.5 
	Not offer
	
	

	3.Temperature
	Range
	0.0 to 80.0 °C           OR-10 TO-110 C
	Not offer
	Match specification
	-10 to 110°C

	-10 to 110°C
	 Not offer 
	
	

	
	Resolution 
	0.1 C/0.1 °F
	Not offer
	 Match specification
	± 0.1°C
	Not given
	 Not offer
	
	

	
	Accuracy
	± 0.5 C/± 0.9 F
	Not offer
	 Match specification
	± 0.3 °C
	± 0.3 °C
	 Not offer
	
	

	
	Compensation
	ATC/MTC(0 TO 100°C)
	Not offer
	 Match specification
	Not given
	Not given
	 Not offer
	
	

	
	Coefficient
	Linear & pure
	Not offer
	 Match specification
	-
	-
	 Not offer
	
	

	
	Normalization
	15.0 to 30.0°C
	Not offer
	 Match specification
	Yes
	Yes
	 Not offer
	
	

	
	Operating Range
	0 to 50°C 
	Not offer
	 Match specification
	Yes
	Yes
	 Not offer
	
	

	4.Salinity
	Range
	0-20 ppm
	Not offer
	 Match specification
	0-42 g/ L
	=
	 Not offer
	
	

	
	Temperature
	0-50 C
	Not offer
	 Match specification
	Yes
	=
	 Not offer
	
	

	5.Calibration points
	
	4(1 per range) Auto, 5(1 per range) Manual 
	Not offer
	 Match specification
	=
	=
	 Not offer
	
	

	
	Cell Constant
	0.010 to 10.000
	Not offer
	 Match specification
	=
	=
	 Not offer
	
	

	
	Memory
	500 data sets
	Not offer
	 Match specification
	Not given
	Not given
	 Not offer
	
	

	
	Data logging

Rs-232
	Yes
	Not offer
	 Match specification
	Yes
	Yes
	 Not offer
	
	

	6.Meter                           Features
	Automatic endpoint
	Yes
	Not offer
	 Match specification
	Yes
	Yes
	 Not offer
	
	

	
	Date/time Stamp
	Yes
	Not offer
	 Match specification
	Yes
	Yes
	 Not offer
	
	

	
	Automatic Endpoint
	Yes
	Not offer
	 Match specification
	Yes
	Yes
	 Not offer 
	
	

	
	Input
	DC Phone Socket, 8 pin connector
	Not offer
	 Match specification
	Yes
	Yes
	 Not offer
	
	

	
	Output
	IrDA, RS 232 C
	Not offer
	 Match specification
	Yes
	Yes
	 Not offer 
	
	

	
	Power Requirements
	Adapter, 500m A or 4x1.5V’ AA Batteries.
	Not offer
	 Match specification
	Batteries
	Adapter
	 Not offer
	
	

	
	Waterproof/ dust proof
	Yes
	Not offer


	 Match specification
	Yes
	Yes
	 Not offer
	
	


3. COD REACTOR
Including Integrated Protective Hood

	
	SPECIFICATION
	M/s ORION
	M/s MERCK
	M/s BDE

DRB-200
	M/s TECH.LINK
	COST
	REMARK

	1.Display
	LCD display for temperature and time, desired and actual values for heating time and temperature continually shown in the LCD display.
	Not Offer
	Match the specification
	Yes
	Not Offer
	
	

	2.Heater
	On/ off display (the LED blinks red during the beating phase and is permanently on during the digestion phase), contact guard on the surface of the heating –block.
	Not Offer
	Match the specification
	Yes
	Not Offer
	
	

	3.Holes
	24 for cell tests 0 16mm
	Not Offer
	Match the specification
	15 
	Not Offer
	
	

	4.Temperature selection
	Room temperature-170°C +1.0°C
	Not Offer
	Match the specification
	Adjustable temp setting (165°C) 
	Not Offer
	
	

	5.Heat Variation
	Within the heating block between the inner and outer bore(relative to the set temperature) ± 1.5°C
	Not Offer
	Match the specification
	±  1°C
	Not Offer
	
	

	6.Timer
	0-180 min freely selectable
	Not Offer
	Match the specification
	0-480 minutes
	Not Offer
	
	

	7.Heating time
	7 temperature heating-time programmes for simplest possible operation 148°C(20min or 120 min), 100 °C(60 min),as well as eight freely selectable programmes automatic power switch-off at the end of the heating time.
	Not Offer
	Match the specification
	20 to 150°C in 10, minutes
	Not Offer
	
	

	8.Optional accessories
	Thermo sensor: heating-block temperature – monitoring interface and control software for AQA, brass adapter with integrated Pt sensor fitting the holes incl. connector cable(for checking equipment)
	Not Offer
	Match the specification
	Shield cable 
Manual 
Thermo sensor Heating block
	Not Offer 
	
	

	9.Mains version
	115 V ˜,50 Hz/60 Hz/ convertible
	Not Offer
	Match the specification
	100-240 V
50 / 60 Hz
	Not Offer
	
	


4.
BOD MEASURING HEADS.

Complete package ready for use for 6 simultaneous with accessories.

	
	SPECIFICTION
	M/s ORION
	M/s MERCK
	M/s BDE
	M/s TECH.LINK
	COST 
	REMARK

	1.Measuring principle 
	Mano metric with pressure sensor
	Not offer
	Match specification
	Yes
	Not offer
	
	

	2.Quantity measured 
	B O D 
	Not offer
	Match specification
	BOD
	Not offer
	
	

	3.Measuring range
	0…40 digits (display units) equals 0…40/80/200/400/800/2000/4000mg/L BOD.
	Not offer
	=
	0-35 mg/L
0-70mg/L

0-350mg/L

0-700mg/L
	Not offer
	
	

	4.Display accuracy
	±1 digits(±3.55hPa)
	Not offer
	=
	LCD/Yes 
	Not offer
	
	

	5.Operation range
	500-1100 h P a
	Not offer
	=
	Not given
	Not offer
	
	

	6.Memory
	For BOD5 1 per day
	Not offer
	=
	Not given
	Not offer
	
	

	7.Ambient temperature
	Storage:- 13…149°C
	Not offer
	=
	0 to 40
	Not offer
	
	


5. THERMOSTAT CABINET 
	
	SPECIFICTION
	M/s ORION
	M/s MERCK
	M/s BDE
	M/s TECH.LINK
	COST 
	REMARK

	1.Shelves
	2
	Not offer
	Not offer
	2
	Not offer
	
	

	2.Number of samples
	2x12 BOD Standard
	
	
	2 x12
	
	
	

	3.Glass door
	Optional
	
	
	Normal-
	
	
	

	4.Temp.control range
	50 F…104 F (+10°C…+40°C) ± k; Adjustment

interval:1 C
	
	
	-10-40°C
	
	
	

	5.Ambient temperature
	Operation: 50 F…89.6 F(10°C…+32°C)(Climate class SN); Storage:- 13F…149 °F  (-25°C…+65°C)
	
	
	Not given
	
	
	

	6.Capacity
	180L
	
	
	4 CFT
	
	
	


6.
WATER DISTILLATION UNIT.
	SPECIFICTION
	(Automatic water flow control)
	M/s ORION
	M/s MERCK
	M/s BDE
	M/s TECH.LINK
	COST 
	REMARK

	1.Hourly capacity
	04 liters
	Not offer
	Match Spec.
	Not offer
	Not offer
	
	

	2.Storage capacity tank
	+/-12 liters
	Not offer
	Match Spec.
	Not offer
	Not offer
	
	

	3.Voltage
	220
	Not offer
	Match Spec.
	Not offer
	Not offer
	
	


7.
PH METER (BENCH TOP/PORTABLE)
	
	SPECIFICTION
	
	M/s ORION
	M/s MERCK
	M/s BDE

pH meter 51700-11
	M/s TECH.

LINK
	COST 
	REMARK

	1.Measuring Parameter
	
	pH/,m V/,C
	Not offer
	Match Spec.
	Yes
	Yes
	Not offer
	
	

	2.Highlights
	
	Standard handheld
	Not offer
	Match Spec
	Haeh sensation 1portable pH meter with platinum pH electrode, buffers (4.0,7.0) batteries and manual 
	Haeh sensation 3 bench top meter with platinum pH electrode, buffers (4.0,7.0) power supply, manual
	Not offer
	
	

	3. PH
	Range
	(-/0 to 20)ph
	Not offer
	-2.0 to 20.0 pH
	Range -2.0 to 19.999 

	Range -2.000 to 19.999 
	Not offer
	
	

	
	Resolution
	0.01 pH
	Not offer
	0.1/0.01/0.001pH
	 -0.1,0.01,0.001(selectable)
	resolution  -0.1,0.01,0.0019selectable)
	Not offer
	
	

	
	Accuracy
	±0.01 pH
	Not offer
	+/-0.002 pH
	+/- 0.002pH


	resolution  -0.1,0.01,0.0019selectable)
	Not offer
	
	

	
	Calibration points
	Up to 5
	Not offer
	1(off set) to 6 points
	03
	Not given
	Not offer
	
	

	
	Buffer Sets
	USA,NIST
	Not offer
	USA,NIST
	Yes Standards
	Not given
	Not offer
	
	

	4. Temperature
	Range
	0.0 to 100 C
	Not offer
	 Match Spec.
	-10 to 110°C
	-10 to 110°C
	Not offer
	
	

	
	Accuracy
	±0.5 C
	Not offer
	Match Spec.
	±  0.3°C
	Not given
	Not offer
	
	

	5. mV
	Range 
	±500 mV
	Not offer
	Match Spec.
	+/- 2000mv
	+/- 2000mv 
	Not offer
	
	

	
	Resolution
	0.1 mV
	
	
	 0.1mv
	0.1mv
	Not offer
	
	

	
	Accuracy
	±0.2 mV
	
	
	+/-0.2mv or +/-0.1%
	 +/-0.2mv or +/-0.05%
	Not offer
	
	

	6.Meter Features
	Temperature Compensation
	ATC/MTC (0 to 100 C)
	
	Match specification
	ATC -Yes
	ATC -Yes
	Not offer
	
	

	
	Input
	BNC, 4.5 MM Phone socket
	
	Match specification
	            Yes
	Not given
	Not offer
	
	

	
	Power Requirement 
	4x  1.5  V’AAA’ Alkaline battery
	
	Match specification
	4 Batteries
	Adaptor
	Not offer
	
	

	
	Average/stability
	Yes
	
	Match specification
	Yes
	Yes
	Not offer
	
	

	
	Auto-off
	20 min after last key press
	
	Match specification
	Yes
	Yes
	Not offer
	
	

	
	Battery life
	> 200 Hours
	
	Match specification
	500 hours
	-
	Not offer
	
	


08.
AIR MONITORING.

FLUE GAS ANALYZER / PARTICULATE ANALYZER (PORTABLE)
	Equipment
	Parameters
	Detection Range
	M/s ORION
	M/s MERCK
	M/s BDE
	M/s TECH.LINK
	COST 
	REMARK

	1. Flue Gas       Analyzer
	O2
	(0-30%)
	Match Spec.
	Not offer
	Not offer
	Not offer
	
	

	With relevant accessories
	CO
CO2

NO

NO2
SO2
Temp.
	(0-100,000 ppm)
(Calculated)

(0-5000 ppm)

(0-1000 ppm)

(0-5000 ppm)

(0 to 1000 °C)
	Match Spec.
	Not offer Not offer Not offer
	Not offer Not offer
	Not offer
	
	

	2. Particulate matter Analyzer with relevant accessories
	PM-2.5

PM-10 (MG/M3)

TSP (MG/M3)

Flow Rate

Temp
	(0.001-1000MG/M3)

(0.001-1000 MG/M3)

(0.001-1000 MG/M3)

Yes

(0 to 1000 °C)


	Not match with specification
	Not offer
	Not offer
	Not offer
	
	


09.
DO Meter Bench top/ portable
	
	SPECIFICATIONS
	
	M/s ORION
	M/s MERCK
	M/s BDE

* portable 
	M/s TECH.LINK
	COST 
	REMARK

	1.Measuring Parameter
	
	Dissolved Oxygen/°C/°F
	Not offer
	Match specification 
	Dissolved
     O2
	Not Offer
	
	

	2.Highlights
	
	Standards handheld, Rs 232
	Not offer
	Match Spec.
	Yes
	Not Offer
	
	

	3.Dissolved Oxygen
	Range
	0.00 to 19.99 mg/L or ppm
	Not offer
	Match Spec.
	0.0 to 20.0 mg/L
	Not Offer
	
	

	
	Resolution
	0.01 mg/ L or ppm
	Not offer
	Match Spec.
	0.01 or 0.1ppm
	Not Offer
	
	

	
	Accuracy
	±1.5% Full scale
	Not offer
	Match Spec.
	±1 %
	Not Offer Not Offer
	
	

	4. %Saturation of Oxygen
	Range
	0.0 to 19.99 %
	Not offer
	Match Spec.
	0-20%
	Not Offer 
	
	

	
	Accuracy
	±1.5 % Full scale
	Not offer
	Match Spec.
	±  1%
	Not offer
	
	

	5.Temperature
	Range
	   0-50°C 0
	Not offer
	Match Spec.
	0-50°C
	Not offer
	
	

	
	Resolution
	0.1°C /0.1°F
	Not offer
	Match Spec.
	 . 1°C 
	Not offer
	
	

	
	Accuracy
	±0.3 °C /0.1°F 
	Not offer
	Match Spec.
	±  0.3°C
	Not offer
	
	

	
	Compensation
	ATC/MTC 0.0 TO 50.0 °C 
	Not offer
	Match Spec.
	Yes
	Not offer
	
	

	6.Salinity Correction
	Range
	0.0 to 50 ppt
	Not offer
	Match Spec.
	Auto
	Not offer
	
	

	
	Resolution
	0.1°C /0.1°F 
	Not offer
	Match Spec.
	Not given
	Not offer
	
	

	
	Accuracy
	±0.3°C /0.1°F 
	Not offer
	Match Spec.
	Not given
	Not offer
	
	

	
	Method
	Automatic correction after manual input
	Not offer
	Match Spec.
	Not given
	Not offer
	
	

	7.Barometric 

   Pressure

   Correction
	Range
	500 to 1499 mmHg or 66.6 to 199.9 kpa
	Not offer
	Match Spec.
	Not given
	Not offer
	
	

	
	Resolution
	0.1 ppt
	Not offer
	Match Spec.
	Not given
	Not offer
	
	

	
	Method
	Automatic correction after manual input 
	Not offer
	Match Spec.
	Not given
	Not offer
	
	

	8. Calibration
	2 point(0%,100%),1-point(mg/L)
	
	
	Match Spec.
	Not given
	Not offer
	
	

	9. Operating 

     Range
	0 to 50°C
	
	
	Match Spec.
	0-50 °C 
	Not offer
	
	

	10. Probe
	Galvanic
	
	
	Match Spec.
	
	Not offer
	
	

	11.Meter    

    
	Memory
	100 data sets
	
	Match Spec.
	Not given
	Not offer
	
	

	Features
	Inputs
	DC Socket 6 pin connector 
	
	Match Spec.
	5 min
	Not offer
	
	

	
	Output
	Rs. 232C
	
	Match Spec.
	Yes
	Not offer
	
	

	
	Power
	4x1.5 V’ AAA’ Alkaline battery or 9 V DC Adaptor, 200mA
	
	Match Spec.
	04 Batteries
	Not offer
	
	


10.
MAGNETIC STIRRER WITH HOTPLATE.
	
	SPECIFICATIONS
	M/s ORION
	M/s MERCK
	M/s BDE
	M/s TECH.LINK
	COST
	REMARKS

	1.Top
	Ceramic top
	Not offer
	Not offer
	Not offer
	Not offer
	
	

	2.speed 
	02-2000 rpm
	
	Not offer
	Not offer
	Not offer
	
	

	3.Temperature Control
	±5 C
	
	Not offer
	Not offer
	Not offer
	
	

	4.Maximum                                        plate temperature
	450C
	
	Not offer
	Not offer
	Not offer
	
	

	5.Power
	500 watt
	
	Not offer
	Not offer
	Not offer
	
	

	6.Plate
	210 mm x210 mm
	
	Not offer
	Not offer
	Not offer
	
	

	7.Heated area
	150 mm x150 mm
	
	Not offer
	Not offer
	Not offer
	
	


11.
AUTOCLAVE
	
	SPECIFICATIONS
	M/s ORION
	M/s MERCK
	M/s BDE
	M/s TECH.LINK
	COST
	REMARKS

	1.Temperature Range
	0 to 150C
	Not offer
	Not offer
	Not offer
	0-134°C
	
	

	2. Capacity
	± 80 liter
	Not offer
	Not offer
	Not offer
	94 L
	
	


12. 
TURBIDITY METER.
	
	SPECIFICATIONS
	M/s ORION
	M/s MERCK
	M/s BDE
	M/s TECH.LINK
	COST
	REMARKS

	1.Range
	0 to 1000 NTU
	Not offer
	Match Spec.
	0-1000,NTU
	Not offer
	
	

	2.Resolution
	0.01 NTU
	Not offer
	0.01NTU(20.0-99.9NTU)
	0.01 NTU
	Not offer
	
	

	3.Accuracy
	+/-2% 
	Not offer
	2% of reading 1 digit for 0-500 NTU
3% of reading 1 digit for 501-1000 NTU
	± 2%
	Not offer
	
	

	4.Repeatablity
	+/-1% of reading
	Not offer
	Not given
	±  1%
	Not offer
	
	

	5.Display
	Digital
	Not offer
	Not given
	Yes
	Not offer
	
	

	6.Power
	Battery/ Adapter
	Not offer
	Not given
	4 Batteries 
	Not offer
	
	


PART- B
1. Water Analysis section: (In this section Waste water & Drinking water parameters will be analyzed.

	Sr.#
	Name of the instruments
	M/s ORION
	M/s MERCK
	M/s BDE
	  M/s TECH.LINK
	   COST
	REMARKS

	1.
	Distillation Assembly
	
	
	
	
	
	

	2.
	Fume hood
	
	
	
	
	
	

	3.
	Oil in water analyzer
	
	
	
	
	
	

	4.
	Thickness detection meter for polythene bags measurement
	
	
	
	
	
	

	5.
	Drier oven
	
	· 
	
	
	
	

	6.
	Mixer / Blender (Liquid)
	
	
	
	
	
	

	7.
	Digital Titrator
	
	
	· 
	
	
	

	8.
	Digital Balance (0.001 mg to 500 gram
	
	· 
	
	
	
	


2. Microbiology Section.

	Sr.#
	Name of the instruments
	M/s ORION
	M/s MERCK
	M/s BDE
	  M/s TECH.LINK
	   COST
	REMARKS

	1.
	Autoclave
	
	
	
	· 
	
	

	2.
	Laminar flow hood
	
	
	
	· 
	
	

	3.
	Incubators 1-100°C,44°C,37°C
	
	
	
	
	
	

	4.
	Microscope with camera
	
	
	
	
	
	

	5.
	Centrifuge machine
	
	
	
	
	
	

	6.
	Microwave for media preparation
	
	
	
	
	
	

	7.
	Incubators temperature range 22-25°C
	
	
	
	
	
	

	8.
	Digital Colony counter
	
	
	
	
	
	

	9.
	Micro filtration Assembly
	
	
	
	
	
	

	10.
	U.V Fluorescence lamps for coli forms
	
	
	
	
	
	

	11.
	Rotary distillation Assembly
	
	
	
	
	
	

	12.
	Magnetic rotary starrier
	
	
	
	
	
	

	13.
	Vacuum pump Pressure 13.3*10-3
	
	
	
	
	
	

	14.
	Glassware washing rack
	
	
	
	
	
	

	15.
	Water bath
	
	· 
	
	
	
	

	16.
	Shakers
	
	· 
	
	
	
	

	17.
	Filter Funnel Assembly
	
	
	
	
	
	

	18.
	Micro filter funnel
	
	
	
	
	
	

	19.
	Filtration kit for field coli form & E coli.
	
	
	· 
	
	
	


3.
Air Monitoring / Field Equipment:

	Sr.#
	Name of the instruments
	M/s ORION
	M/s MERCK
	M/s BDE
	  M/s TECH.LINK
	   COST
	REMARKS

	1.
	Dragger Pump
	
	
	
	
	
	

	2.
	Dragger tubes for SOX, CO2,CO,O2,NO2,NOX,Ozone
	
	
	
	
	
	

	3.
	High volume sampler (dust)
	
	
	
	
	
	

	
	Low volume sampler
	
	
	
	
	
	


4.
Water Monitoring / Field equipment.
	Sr.#
	Name of the instruments
	M/s ORION
	M/s MERCK
	M/s BDE
	  M/s TECH.LINK
	   COST
	REMARKS

	1.
	Water sampler
	
	
	· 
	
	
	

	2.
	Flow meter
	
	
	· 
	
	
	


5.
Laboratory Accessories,

	Sr.#
	Name of the instruments
	M/s ORION
	M/s MERCK
	M/s BDE
	  M/s TECH.LINK
	   COST
	REMARKS

	1.
	Refrigerators-20°C
	
	
	
	
	
	

	2.
	Deep Freezer
	
	
	
	
	
	

	3.
	Split A/C
	
	
	
	
	
	

	4.
	First aid boxes
	
	
	
	
	
	

	5.
	Safety shoes, 7,8,9,10, No
	
	
	
	
	
	

	6.
	Gloves disposable
	
	
	
	
	
	

	7.
	Gas mask
	
	
	
	
	
	

	8.
	Disposable mask
	
	
	
	
	
	

	9.
	Ice boxes
	
	
	
	
	
	

	10.
	Gas Generator 20 KV
	
	
	
	
	
	

	11.
	Smoke detectors for fire safety
	
	
	
	
	
	

	12.
	Insect killers with UV lamp
	
	
	
	
	
	

	13.
	Goggles
	
	
	
	
	
	

	14.
	Safety helmet
	
	
	
	
	
	

	15.
	Smoke emergency mask
	
	
	
	
	
	

	16.
	Filter unit drinking water
	
	
	
	
	
	


